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Abstract

Thi s docunment provides an overview of the state of inplenentation of
RFC 2140, in preparation for a possible future RFC2140bi s docunent.

Status of This Meno

This Internet-Draft is submtted in full conformance with the
provi sions of BCP 78 and BCP 79.

Internet-Drafts are working docunents of the Internet Engineering
Task Force (I ETF). Note that other groups may also distribute
wor ki ng documents as Internet-Drafts. The list of current Internet-
Drafts is at http://datatracker.ietf.org/drafts/current/.

Internet-Drafts are draft documents valid for a maxi num of six nonths
and nay be updated, replaced, or obsoleted by other docunents at any
time. It is inappropriate to use Internet-Drafts as reference
material or to cite themother than as "work in progress.”

This Internet-Draft will expire on April 21, 2016
Copyright Notice

Copyright (c) 2015 | ETF Trust and the persons identified as the
docunent authors. Al rights reserved.

This docunent is subject to BCP 78 and the | ETF Trust’'s Lega
Provisions Relating to | ETF Docunents
(http://trustee.ietf.org/license-info) in effect on the date of
publication of this docunment. Please review these docunents
carefully, as they describe your rights and restrictions with respect
to this docunent. Code Conponents extracted fromthis docunent nust
include Sinplified BSD License text as described in Section 4.e of
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described in the Sinplified BSD License.
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1. State of Inplenentation
* L = Linux, F = FreeBSD
Table 1: State of inplenentation of RFC 2140 in Li nux and FreeBSD
Fom e o - e e e - e e e e oo oo o e e e e e e e e ao oo +
| RFC 2140 | Description | Inplenmentation | Status |
(R oo oo e oo +
| dd-MSS | Maximum | Frrnx_ntu | This is being cached |
| | Segnent | | and shared in |
[ | Size [ | FreeBSD. [
Fom e o - e e e - e e e e oo oo o e e e e e e e e ao oo +
| Od-RTT | Estimated | L: TCP_METRIC RTT | Cached in both [
| | Round-Trip | Frmx_rtt | FreeBSD and Li nux, |
| | Time | | however it is being |
| | | | used by a new |
| | | | connection in FreeBSD |
I I I | only. I
(R R oo oo +
| Ad-RTT | Estinated | L: TCP_METRIC_ | Cached in both |
| var | Round-Trip | RTTVAR | FreeBSD and Li nux, |
| | Time | Frrnx_rttvar | however it is being |
| | | | used by a new |
[ [ [ | connection in FreeBSD |
I I I | only. I
(R oo oo e oo +
| dd-snd_ | Congestion | L:TCP_METRIC | Cached in both |
| cwnd | W ndow | CWND | FreeBSD and Li nux, |
| | | F:rnx_cwnd | however it is not |
[ [ [ | being used by a new |
| | | | connection. |
(R oo oo e oo +
| - | Slow Start | L: TCP_METRI C_ | This is being cached |
| | Thresold | SSTHRESH | and shared in both |
| | | F:rnx_ssthresh | FreeBSD and Linux. In |
[ [ [ | Linux, it is set to |
| | | | max(cwnd/ 2, ssthresh) |
| | | | in nbst cases. In |
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| Metric [
| related to |
| the extent |
| of I
| reordering. |

Esti mat ed
Bandwi dt h

Qut bound
Del ay -
Bandwi dt h

[ | F:rmx_sendpi pe
I I
I I
| Product |
I I
| |
I I

| I'nbound |
| Del ay- |
| Bandw dth |
| Product |
I I
I I
I I

2. | ANA Consi derations
This meno includes no request to | ANA
3. Security Considerations

To be added
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FreeBSD, however, it
is set to either the
current ssthresh if
not set previously,
or to the arithnetic
sst hresh and
previously cached
metric.

This is being cached
and shared in Linux.

Not in the
specification. It is
not set before
cachi ng when a
connection is closed.

Not in the
specification. This
is used for socket
buffer in FreeBSD.

The value is set to O
bef ore cachi ng when a

connection is closed.

Not in the
specification. This
is used for socket
buffer in FreeBSD

The value is set to O
bef ore cachi ng when a

connection is closed.
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