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Abstract

Thi s docunent proposes a YANG data nodel for nonitoring Network
Security Functions (NSFs) in the Interface to Network Security
Functions (12NSF) system |If the nonitoring of NSFs is perfornmed in
a conrehensive way, it is possible to detect the indication of
mal i ci ous activity, anomal ous behavior or the potential sign of
deni al of service attacks in a tinmely manner. This nonitoring
functionality is based on the nonitoring information that is
generated by NSFs. Thus, this docunent describes not only a data
tree to specify an information nodel for nonitoring NSFs, but also
the correspondi ng YANG data nodel for nonitoring NSFs.
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1. Introduction

Thi s docunent defines a YANG [ RFC6020] data nodel for nonitoring

Net work Security Functions (NSFs). This nonitoring neans the
aquisition of vital information about NSFs via notifications, events,
records or counters. The data nodel for the nonitoring presented in
this docunment is derived fromthe information nodel for nonitoring
NSFs through the NSF-Facing Interface specified in
[12nsf-nonitoring-inm.

2. Requirenents Language
The key words "MJST", "MJST NOT", "REQUI RED', "SHALL", "SHALL NOT",
"SHOULD', "SHOULD NOT", "RECOWMENDED', "MAY", and "OPTIONAL" in this
docunent are to be interpreted as described in [ RFC2119].

3. Term nol ogy
Thi s docunment uses the term nol ogy described in

[i2nsf-term nol ogy] [i2nsf-framework]. Especially, the follow ng
terns are from[i2nsf-nonitoring-ini.

Hong, et al. Expires May 3, 2018 [ Page 2]



Internet-Draft | 2NSF NSF Mbnitoring YANG Data Mdel Cct ober 2017

o Information Moddel: An information nodel is a representation of
concepts of interest to an environment in a formthat is
i ndependent of data repository, data definition |anguage, query
| anguage, i npl enentation | anguage, and protocol .

o Data Mddel: A data nodel is a representation of concepts of
interest to an environment in a formthat is dependent on data
repository, data definition | anguage, query | anguage,

i npl enent ati on | anguage, and protocol .

.1. Tree Diagrans

A simplified graphical representation of the data nodel is used in
this docunent. The meaning of the synbols in these diagrans
[i2rs-rib-data-npdel] is as follows:

o0 Brackets "[" and "]" enclose |ist keys.

0 Abbreviations before data node names: "rw' neans configuration
(read-wite) and "ro" state data (read-only).

o Synbols after data node nanes: "?" neans an optional node and "*"

denotes a "list" and "leaf-list".

o0 Parent heses encl ose choi ce and case nodes, and case nodes are al so

marked with a colon (":").

o Elipsis ("...") stands for contents of subtrees that are not
shown.

I nformati on Model Structure

Figure 1 shows the overview of a structure tree of nonitoring
i nformati on based on the [i2nsf-nonitoring-ini.

nodul e: ietf-i2nsf-nsf-nonitoring-dm

+--rw nonitoring-nessage
+--rw nonitoring-nessages* [nessage-id]

+--rw nessage-id uint8
+--rw nessage-version uint8
+--rw (nessage-type)?
| +--:(event)
| | +--rw event-nane string
| | +--rw (event-type)?
| +--:(systemevent)
| | +--rw access-violation
| | | +--rwgroup string
| ] | | +--rwlogin-ip i net:ipv4-address
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I
I
|
I
I
+

+--rw aut henti cati on- node

+--rw | ocal -aut henti cation

+--rw third-part-serve

+--rw exenption-aut hentication

+--rw sso-aut henticati
rw confi g- change

+--rw group
+-rwlogin-ip
+--rw aut henti cati on- npde

+--rw | ocal -aut henti cati
+--rw third-part-server-
+--rw exenption-aut henti
+--rw sso-aut hentication

+--:(nsf-event)

+- -
+- -

I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
+- -
I
I
I

rw user-nanme?

rw ddos- event

+--rw nessage?

+--rw src-ip?

+--rw dst-ip?

+--rw src-port?

+--rw dst-port?

+--rw src-zone?

+--rw dst-zone?
+-rwrule-id
+--rw rul e- name

+-rw profile?

+--rw raw-info?

+--rw ddos-attack-type
| +--rw syn-flood?

| +--rw ack-fl ood?

| +--rw syn-ack-fl ood?

| +--rwfin-rst-flood?

| +--rw tcp-connection-f
| +--rw udp-flood?

|  +--rwicnp-flood?

| +--rw https-flood?

| +--rw http-flood?

| +--rw dns-reply-flood?
| +--rw dns-query-flood?
| +--rw sip-flood?
+--rw start-tine

+-rw end-tine

+--rw attack-rate?

+--rw attack-speed?

rw session-tabl e- event
+--rw current-session?
+--rw maxi num sessi on?
+--rw t hreshol d?
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bool ean

r-aut henticati on bool ean
bool ean
on bool ean

string
i net:ipv4-address

on bool ean
aut henti cation bool ean
cation bool ean
bool ean
string

string

i net:ipv4-address
i net:ipv4-address
i net: port-nunber

i net: port-nunber

string

string

ui nt8

string

string

string
bool ean
bool ean
bool ean
bool ean

| ood? bool ean
bool ean
bool ean
bool ean
bool ean
bool ean
bool ean
bool ean

yang: dat e-and-ti ne
yang: dat e-and-ti ne
ui nt 32
ui nt 32

ui nt 8

ui nt8
ui nt 8
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+- -
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I

+- -

el B e ——————

+--rw nessage?
rw virus-event
+--rw nessage?
+--rw src-ip?
+--rw dst-ip?
+--rw src-port?
+--rw dst-port?
+--rw src-zone?
+--rw dst-zone?
+--rwrule-id
+--rw rul e-nane
+--rw profile?
+--rw rawinfo?
+--rw Vvirus-type
| +--rwtrajan?
| +--rw worn?

| +--rw nmacro?

+--rw Virus-nane?

+--rw file-type?
+--rw fil e-name?

rw intrusi on-event

+--rw nessage?
+--rw src-ip?
+--rw dst-ip?
+--rw src-port?
+--rw dst-port?
+--rw src-zone?
+--rw dst-zone?
+--rwrule-id
+--rw rul e-nane
+--rw profile?
+--rw raw-info?
+--rw protocol
| +--rwtcp?
|  +--rw udp?
|  +--rwicmp?
| +--rwicnpv6?
|  +--rwip?
| +--rw http?
|  +--rwftp?
+

string

string

i net:i pv4-address
i net:i pv4-address

i net:port-n
i net:port-n
string
string
ui nt8
string
string
string

bool ean
bool ean
bool ean
string
string
string

bool ean
bool ean
bool ean
bool ean
bool ean
bool ean
bool ean

--rw intrusion-attack-type

+--rw brutal -force?
+--rw buffer-overfl ow?

rw bot net - event
+--rw nessage?
+--rw src-ip?
+--rw dst-ip?
+--rw src-port?

boo
boo

string

i net:ipvé-
i net:ipvé-
i net:port-
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unber
unber

string
i net:ipv4-address
i net:ipv4-address
i net: port-nunber
i net: port - nunber
string
string
ui nt 8
string
string
string

| ean
| ean

addr ess
addr ess
nunber
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+- -
+- -
+- -
+- -
+- -
+- -
+- -
+- -

+- -
+- -
--rw
+- -

e ——————

: (1 og)
+-rw (log-t
+--:(syst

rw dst-port?
rw src-zone?
rw dst-zone?
rwrule-id

rw rul e- nane
rw profile?
rwrawinfo?

rw protocol
+--rw tcp?
+--rw udp?
+-rwicnp?
+--rwicnpv6?
+-rwip?
+--rw http?
+-rw ftp?

rw bot net - nane?
rw rol e?

web- at t ack- event
rw nessage?

rw src-ip?

rw dst-ip?

rw src-port?
rw dst-port?
rw src-zone?
rw dst-zone?
rwrule-id

rw rul e- nane
rw profile?

rw rawinfo?
rw web-attack-ty
+--rw sqgl -inject

i net:port-
string
string
ui nt8
string
string
string

bool ean
bool ean
bool ean
bool ean
bool ean
bool ean
bool ean

string

string

string
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i net:ipv4-address
i net:ipv4-address
i net: port-nunber
i net: port-nunber

+--rw comand-i nj ecti on? b

+--rw xss?
+--rw csrf?

rw reqg- net hod
+--rw put? boo
+--rw get? boo
rwreqg-url?

rw url -category?
rwfiltering-typ
+--rw bl acklist?
+--rw whitelist?
+--rw user-defin
+--rw bal i ci ous-
+--rw unknown?

ype) ?
em| og)
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string
string
uint8
string
string
string
pe
i on? b
b
b
| ean
| ean
string
string
e
ed?
cat egory?
2018

ool ean
ool ean
ool ean
ool ean

bool ean
bool ean
bool ean
bool ean
bool ean
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+--rw access-1o0gs

+--:(nsf-1o09)
+--rw ddos-1 ogs

|| |

[ | | | +--rwlogin-ip i net:ipv4-address

| | | +--rwadninistartor? string

[ | | +--rwlogin-node? | ogi n- mode

[ | | +--rwoperation-type? operation-type

|| | | +--rwresult? string

|| | | +--rwcontent? string

[ ] | +--rwresource-utiliz-Ilogs

[ ] | | +--rwsystemstatus? string

| | | | +--rw cpu-usage? uint 8

| | | +--rw nenory-usage? uint8

[ | | | +--rw disk-usage? uint8

| ] | | +-rwdisk-left? uint8

[ | | | +--rw session-nun® uint8

| | | +--rw process-nunf ui nt 8

[ | | +--rwin-traffic-rate? ui nt 32

[ ] | | +--rwout-traffic-rate? ui nt 32

[ | | | +--rwin-traffic-speed? ui nt 32

[ | | +--rwout-traffic-speed? ui nt 32

[ ] | +--rwuser-activity-1ogs

[ | +--rw user string

|| I +--rw group string

|| | +--rw login-ip i net: i pv4-address
[ | [ +--rw aut henti cati on- node

| ] [ | +--rwlocal-authentication bool ean
[ | [ | +--rwthird-part-server-authentication boolean
[ | | | +--rw exenption-authentication bool ean
[ ] | | +--rw sso-authentication bool ean
[ ] | +--rw access- node

| I |  +--rw ppp? bool ean

[ | | | +--rw svn? bool ean

[ | | | +--rwlocal? boolean

|| | +--rw online-duration? string

|| | +--rw | ogout - durati on? string

|| | +--rw addtional -i nfo? string

||

||

[ | +--rw attack-type? string

[ | | +--rw attack-ave-rate? ui nt 32

[ ] | +--rw attack-ave-speed?  uint32

|| | +--rw attack-pkt-nunf ui nt 32

[ | +--rw attack-src-ip? i net:ipv4-address
|| | +--rw action? all -action

| | +--rw os? string

[ | +--rw virus-1ogs

| | | +--rw protocol

[ ] | | +--rwtcp? bool ean

| | | +--rw udp? bool ean
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-t - -+

+- -
+- -

+--rwicnmp?
+--rwicnmpve?
+--rwip?
+--rw http?
+-rw ftp?

rw attack-type?
rw action?

rw os?

rwtime

i ntrusion-Ilogs
rw attack-type?
rw action?
rwtime

rw attack-rate?

rw attack-speed?

bot net - | ogs
rw attack-type?

rw bot net - pkt - nunf?

rw action?

rw os?
dpi -1 ogs

rw dpi -type?
rw src-ip?

rw dst-ip?

rw src-port?
rw dst-port?
rw src-zone?
rw dst-zone?
rw src-region?
rw dst-region?
rw policy-id
rw policy-nane
rw src-user?
rw protocol
+--rw tcp?
+--rw udp?
+--rwicnmp?
+--rwicnmpve?
+--rwip?
+--rw http?
+-rw ftp?
rwfile-type?
rw fil e-nane?

Cct ober 2017

bool ean
bool ean
bool ean
bool ean
bool ean
string
all -action
string
yang: dat e-and-ti ne

string

all -action

yang: dat e-and-ti ne
ui nt 32

ui nt 32

string
uint8
all -action
string

dpi -type

i net:ipv4-address
i net:ipv4-address
i net: port-nunber

i net: port-nunber
string

string

string

string

ui nt8

string

string

bool ean
bool ean
bool ean
bool ean
bool ean
bool ean
bool ean

string

string

rw vul nerability-scanni ng-1ogs* [vul nerability-id]

+--rw vulnerability-id

+- -
+- -

rwvictimip?
rw protocol
+--rw tcp?
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uint8
i net:i pv4-address

bool ean
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[ | | +--rw udp? bool ean

| | | +--rwicnmp? bool ean

| | | +--rwicnpv6? bool ean

[ | | +--rwip? bool ean

| | | +--rw http? bool ean

| | | +--rwftp? bool ean

| | +--rw port-nunf i net: port-nunber
| | +--rwlevel? severity
| | +--rw os? string

[ | +--rw addtional -info? string

| +--rw web-attack-1 ogs

| +--rw attack-type? string

| +--rw rsp-code? string

| +--rw reg-clientapp? string

| +--rw reqg-cooki es? string

[ +--rw req-host? string

| +--rw rawi nfo? string

+--:(counters)
+--rw (counter-type)?
+--:(systemcounter)
| +--rwinterface-counters

[ +--rw interface-nane? string

| +-rwin-total-traffic-pkts? ui nt 32

| +-rwout-total-traffic-pkts? ui nt 32

| +-rwin-total-traffic-bytes? ui nt 32

| +--rwout-total -traffic-bytes? ui nt 32

| +--rwin-drop-traffic-pkts? ui nt 32

[ +--rw out-drop-traffic-pkts? ui nt 32

| +--rwin-drop-traffic-bytes? ui nt 32

| +--rw out-drop-traffic-bytes? ui nt 32

| +--rwtotal-traffic? ui nt 32

| +-rwin-traffic-ave-rate? ui nt 32

| +--rwin-traffic-peak-rate? ui nt 32

[ +--rwin-traffic-ave-speed? ui nt 32

| +-rwin-traffic-peak-speed? ui nt 32

| +-rw out-traffic-ave-rate? ui nt 32

| +--rw out-traffic-peak-rate? ui nt 32

| +--rw out-traffic-ave-speed? ui nt 32

| +--rw out-traffic-peak-speed? ui nt 32
+--:(nsf-counter)

| +--rwfirewall-counters

| +--rw src-ip? i net:ipv4-address
| +--rw dst-ip? i net:ipv4-address
| +--rw src-port? i net: port - nunber
| +--rw dst-port? i net: port-nunber
[ +--rw src-zone? string

| +--rw dst-zone? string

| +--rw src-region? string
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+--:(policy-hit-counters)
+--rw policy-hit-counters

+--rw src-ip?
+--rw dst-ip?
+--rw src-port?
+--rw dst-port?
+--rw src-zone?
+--rw dst-zone?
+--rw src-region?
+--rw dst-region?
+--rw policy-id
+--rw policy-nane

+--rw src-user?

+--rw protocol

| +--rwtcp? bool ean
| +--rw udp? bool ean
|  +--rwicnmp? bool ean
| +--rwicnpv6? bool ean
|  +--rwip? bool ean
| +--rw http? bool ean
|  +--rw ftp? bool ean

+--rwtotal-traffic?
+--rwin-traffic-ave-rate?
+-rwin-traffic-peak-rate?

Expires May 3, 2018

[ +--rw dst-region? string
| +--rw policy-id uint8
| +--rw policy-name string
[ +--rw src-user? string
| +--rw protocol

| | +--rwtcp? bool ean

| | +--rw udp? bool ean

| |  +--rwicnmp? bool ean

| | +--rwicnpv6? bool ean

[ |  +--rwip? bool ean

| |  +--rw http? bool ean

| |  +--rwftp? bool ean

| +--rwtotal-traffic? ui nt 32
| +-rwin-traffic-ave-rate? ui nt 32
| +--rwin-traffic-peak-rate? ui nt 32
[ +--rwin-traffic-ave-speed? ui nt 32
| +-rwin-traffic-peak-speed? ui nt 32
| +-rw out-traffic-ave-rate? ui nt 32
| +--rw out-traffic-peak-rate? ui nt 32
| +--rw out-traffic-ave-speed? ui nt 32
| +--rw out-traffic-peak-speed? ui nt 32
[ +--rw bound

| +-rwin-interface? bool ean

I

+--rw out-interface? bool ean

inet:i
inet:i
inet:p
inet:p
string
string
string
string
ui nt 8
string
string

ui nt 32
ui nt 32
ui nt 32
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pv4- addr ess
pv4- addr ess
ort-nunber
ort - nunber
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+-rwin-traffic-ave-speed?
+--rwin-traffic-peak-speed?
+--rw out-traffic-ave-rate?
+--rw out-traffic-peak-rate?
+--rw out-traffic-ave-speed?
+--rw out-traffic-peak-speed?
+--rw hit-tinmes?

+--rw nessage string

+--rw time-stanp

+--rw severity severity

ui
ui
ui
ui
ui
ui
ui

nt 32
nt 32
nt 32
nt 32
nt 32
nt 32
nt 32

Figure 1: Information Mddel for NSF Mnitoring

5.  YANG Dat a Model

Thi s
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yang: dat e-and-ti ne

section introduces a YANG data nodel for the information nodel
of monitoring inforantion based on [i2nsf-nonitoring-iny.

<CODE BEG NS> file "ietf-i2nsf-nsf-nonitoring-dm@017-10-30.yang"

nmodul e ietf-i2nsf-nsf-nonitoring-dm {
namespace
"urn:ietf:parans: xm :ns:yang:ietf-i2nsf-nsf-nonitoring-dni;
prefix

nmoni t ori ng-i nformati on;
import ietf-inet-types{
prefix inet;

}

import ietf-yang-types {
prefix yang;

or gani zati on
"I ETF I 2NSF (Interface to Network Security Functions)

Wor ki ng Group”;

cont act
"WG Web: <http://tools.ietf.org/wy/i2nsf>

W5 List: <mailto:i2nsf @etf.org>

WG Chair: Linda Dunbar
<mai | t 0: Li nda. duhbar @uawei . cont

Editor: Dongjin Hong
<mai | t 0: dong. j i n@&kku. edu>

Editor: Jaehoon Paul Jeong
<mai | t o: paul j eong@kku. edu>";

Hong, et al. Expires May 3, 2018
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"This nodul e defines a YANG data nodul e for nonitoring NSFs.";

revision "2017-10-29" {
description "lInitial revision";
reference
"draft-zhang-i 2nsf-i nf o- nodel - noni t ori ng- 04" ;
}

typedef severity {
type enuneration {

enum hi gh {
description
"hi gh-1 evel ";

enum m ddl e {
description
"m ddl e-1evel";
}

enum | ow {
description
"l ow | evel ";
}
}

description
"This is used for indicating the severity";

}
typedef all-action {
type enuneration {
enum al | ow {
description
"TBD';

enum al ert {
description
"TBD";

enum bl ock {
description
"TBD";
}

enum di scard {
description
"TBD";

enum decl are {
description
"TBD";

et al. Expires May 3, 2018
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enum bl ock-ip {
description
"TBD";

enum bl ock- servi ce{
description
"TBD";
}

}

description
"This is used for protocol"

}
typedef dpi-type{
type enuneration {
enum fil e-bl ocki ng{
description
"TBD';
}

enum data-filtering{
description
"TBD";
}

enum appl i cati on- behavi or-control {
description
"TBD";
}

}

description
"This is used for dpi type"

typedef operation-type{
type enuneration {
enum | ogi n{
description
"TBD';
}

enum | ogout {
description
"TBD";
}
enum confi gurati on{

description
"TBD';
}
}

description
"This is used for operation type"
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}
typedef | ogi n- node{
type enuneration {
enum r oot {
description
"TBD';
}

enum user {
description
"TBD";

enum guest {
description
"TBD";
}
}

description
"This is used for |ogin node";
}

groupi ng protocol {
description
"A set of protocols";
cont ai ner protocol {
description
"Protocol types
TCP, UDP, |ICMP, |ICWMPv6, |P, HTTP, FTP and etc.";
leaf tcp {
type bool ean;
description
"TCP protocol type.";

}
| eaf udp {
type bool ean;
description
"UDP protocol type.";

}
leaf icnp {
type bool ean;
description
"I CWP protocol type."
}

| eaf icnpv6 {
type bool ean;
description
"I CMPV6 protocol type."

}
leaf ip {
type bool ean;
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description
"I P protocol type.";

}
| eaf http {
type bool ean;
description
"HTTP protocol type.";
}

leaf ftp {
type bool ean;
description
"ftp protocol type.";
}

}
}
grouping traffic-rates {
description
"A set of traffic rates
for statistics data";
| eaf total-traffic {
type uint32;
description
"Total traffic";

leaf in-traffic-ave-rate {
type uint32;
description
"I nbound traffic average rate in pps";

| eaf in-traffic-peak-rate {
type uint32;
description
"I nbound traffic peak rate in pps";
}
| eaf in-traffic-ave-speed {
type uint32;
description
"I nbound traffic average speed in bps";

| eaf in-traffic-peak-speed {
type uint32;
description
"I nbound traffic peak speed in bps";
}
| eaf out-traffic-ave-rate {
type uint32;
description
"Qutbound traffic average rate in pps";

Hong, et al. Expires May 3, 2018 [ Page 15]



Internet-Draft | 2NSF NSF Mbnitoring YANG Data Mdel Cct ober 2017

}
| eaf out-traffic-peak-rate {
type uint32;
description
"Qutbound traffic peak rate in pps";

| eaf out-traffic-ave-speed {
type uint32;
description
"Qutbound traffic average speed in bps";

| eaf out-traffic-peak-speed {
type uint32;
description
"Qut bound traffic peak speed in bps";
}
}

groupi ng i 2nsf-system event-type-content {

description

"A set of system event type contents";
| eaf group {

type string;

mandat ory true;

description

"Group to which a user bel ongs.";

}

leaf login-ip {
type inet:ipv4-address;
mandat ory true;
description
"Login I P address of a user.";
}

cont ai ner aut hentication-node {

description
"User authentication node. e.g., Local Authentication,
Third-Party Server Authentication,
Aut henti cati on Exenption, SSO Authentication."”;

| eaf | ocal-authentication {
type bool ean;
mandat ory true;
description

"Aut hentication-node : |ocal authentication.";

| eaf third-part-server-authentication {
type bool ean;
mandat ory true;
description
"TBD';
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}

| eaf exenption-authentication {
type bool ean;
mandat ory true
description
"TBD';
}

| eaf sso-authentication {
type bool ean;
mandat ory true
description
"TBD';
}

}
}
groupi ng i 2nsf-nsf-event-type-content {
description
"A set of nsf event type contents";
| eaf nessage {
type string;
description
"The nessage for nsf events";
}

| eaf src-ip {
type inet:ipv4-address;
description
"The source |IP address of the packet”;

}
| eaf dst-ip {
type inet:ipv4-address;
description
"The destination |IP address of the packet";
}

| eaf src-port {
type inet: port-nunber;
description
"The source port of the packet";

| eaf dst-port {
type inet: port-nunber;
description
"The destination port of the packet";
}

| eaf src-zone {
type string;
description
"The source security zone of the packet";
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| eaf dst-zone {
type string;
description
"The destination security zone of the packet";
}

leaf rule-id {
type uint8;
mandat ory true;
description
"The I D of the rule being triggered"

| eaf rul e-nane {
type string;
mandat ory true;
description
"The name of the rule being triggered";

| eaf profile {
type string;
description
"Security profile that traffic matches.”
}

| eaf rawinfo {
type string;
description
"The information describing the packet
triggering the event.";

}
groupi ng i 2nsf-system counter-type-content {
description
"A set of system counter type contents";
| eaf interface-nane {
type string;
description
"Network interface nane configured in NSF";
}
leaf in-total-traffic-pkts {
type uint32;
description
"Total inbound packets";

| eaf out-total-traffic-pkts {
type uint32;
description

"Total outbound packets";

leaf in-total-traffic-bytes {
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type uint32;
description
"Total inbound bytes"”
}

| eaf out-total-traffic-bytes {
type uint32;
description
"Total outbound bytes"

| eaf in-drop-traffic-pkts {
type uint32;
description
"Total inbound drop packets";

| eaf out-drop-traffic-pkts {
type uint32;
description
"Total outbound drop packets";
}
| eaf in-drop-traffic-bytes {
type uint32;
description
"Total inbound drop bytes"

| eaf out-drop-traffic-bytes {
type uint32;
description
"Total outbound drop bytes"

uses traffic-rates;
}
groupi ng i 2nsf-nsf-count ers-type-content{
description
"A set of nsf counters type contents”;
| eaf src-ip {
type inet:ipv4-address;
description
"The source | P address of the packet";

}
| eaf dst-ip {
type inet:ipv4-address;
description
"The destination |IP address of the packet";
}
| eaf src-port {
type inet: port-nunber;
description
"The source port of the packet";
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}
| eaf dst-port {

type inet: port-numnber;
description
"The destination port of the packet";
}
| eaf src-zone {
type string;
description
"The source security zone of the packet";

| eaf dst-zone {
type string;
description
"The destination security zone of the packet”;
}
| eaf src-region {
type string;
description
"Source region of the traffic";

| eaf dst-region{
type string;
description
"Destination region of the traffic";
}
| eaf policy-id {
type uint8;
mandat ory true
description
"The I D of the policy being triggered”

| eaf policy-nanme {
type string;
mandat ory true
description
"The name of the policy being triggered";
}
| eaf src-user{
type string;
description
"User who generates traffic";
}
uses protocol;
uses traffic-rates;

}

cont ai ner nonitoring-nmessage {
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description
"The message for nonitoring information"
I'ist nonitoring-messages {
key nessage-i d;
description
"The nessages according to nonitoring infornmation"
| eaf message-id {
type uint8;
mandat ory true
description
"This is nessage ID
This is key for nonitoring nessages”;

}
| eaf message-version {
type uint8;
mandat ory true
description
"The version of nessage"
}

choi ce nessage-type {
description
"The type of nessage"
case event {
description
"If the nmessage type is event";
| eaf event-name {
type string;
mandat ory true
description
"The name of the event";
}

choi ce event-type {
description
"This is event type such as system event
and nsf event.";
case systemevent {
description
"If the event type is systemevent";
cont ai ner access-violation {
description
"If the systemevent is
access violation";
uses i 2nsf-systemevent-type-content;
}
cont ai ner confi g-change {
description
"I'f the systemevent is
config change violation";
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uses i 2nsf-systemevent-type-content;

}
}

case nsf-event {
description
"If the event type is nsf event";
| eaf user-nane {
type string;
description
"This is user name for NSF event";
}
cont ai ner ddos-event {
description
"If the event type is DDoS event";
uses i 2nsf-nsf-event-type-content;
cont ai ner ddos-attack-type{
description
"Type of DDoS attack";
| eaf syn-fl ood{
type bool ean;
description
"I'f the DDoS attack is
syn fl ood";

| eaf ack-fl ood{
type bool ean;
description
"If the DDoS attack is
ack fl ood";
}
| eaf syn-ack-fl ood{
type bool ean;
description
"If the DDoS attack is
syn ack flood";

| eaf fin-rst-flood{
type bool ean;
description
"I'f the DDoS attack is
finrst flood";

| eaf tcp-connection-flood{
type bool ean;
description
“If the DDoS attack is
tcp connection flood";
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| eaf udp-fl ood{
type bool ean;
description
"I'f the DDoS attack is
udp flood";
}
| eaf icnp-flood{
type bool ean;
description
"I'f the DDoS attack is
icnp flood";
}
| eaf https-flood{
type bool ean;
description
"I'f the DDoS attack is
https flood";

}
| eaf http-flood{
type bool ean;
description
“"If the DDoS attack is
http flood";

}
| eaf dns-reply-flood{
type bool ean;
description
"I'f the DDoS attack is
dns reply flood";
}
| eaf dns-query-flood{
type bool ean;
description
"I'f the DDoS attack is
dns query flood";

}
| eaf sip-flood{
type bool ean;
description
“If the DDoS attack is
sip flood";
}

| eaf start-time {
type yang: dat e-and-ti ne;
mandat ory true;
description
"The time stanp indicating
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when the attack started”;

| eaf end-tine {
type yang: date-and-ti ne;
mandat ory true
description
"The time stanp indicating
when the attack ended";

| eaf attack-rate {
type uint32;
description
"The PPS of attack traffic";

| eaf attack-speed {
type uint32;
description
"the bps of attack traffic";
}
}

cont ai ner session-tabl e-event {
description
"If the event type is session
tabl e event";
| eaf current-session {
type uint8;
description
"The number of concurrent
sessi ons";
}
| eaf maxi mum session {
type uint8;
description
"The maxi mum nunber of sessions
that the session table can
support";

}
| eaf threshold {
type uint8;
description
"The threshold triggering
the event";
}
| eaf nessage {
type string;
description
"The nunber of session table
exceeded the threshol d”;
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}
}
cont ai ner virus-event {
description
"If the event type is virus event";
uses i 2nsf-nsf-event-type-content;
contai ner virus-type {
description
"The type of virus"
| eaf trajan {
type bool ean;
description
"If the virus type is trajan";

| eaf worm {
type bool ean;
description
"I'f the virus type is wornt;
}

| eaf macro {
type bool ean;
description
"If the virus type is nacro";
}
}

| eaf virus-name {
type string;
description
"The nane of virus";
}
leaf file-type {
type string;
description
"The type of file";

| eaf file-nane {
type string;
description
"The name of file";
}
}

cont ai ner intrusion-event {
description
"If the event type is intrusion event";
uses i 2nsf-nsf-event-type-content;
uses protocol;
contai ner intrusion-attack-type {
description
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"The attack type of intrusion”
| eaf brutal-force {
type bool ean;
description
"The intrusion type is
brutal force";

| eaf buffer-overflow {
type bool ean;
description
"The intrusion type is
buf fer overfl ow
}
}
}

cont ai ner botnet-event {
description

"If the event type is botnet event";

uses i 2nsf-nsf-event-type-content;
uses protocol;
| eaf botnet-nane {
type string;
description
"The name of the detected botnet";

| eaf role {
type string;
description
"The rol e of the comruni cating
parties within the botnet";

}
}

cont ai ner web-attack-event {
description
"If the event type is web
attack event";
uses i 2nsf-nsf-event-type-content;
cont ai ner web-attack-type {
description
"To determine the attack
type”;
| eaf sqgl-injection {
type bool ean;
description
"If the web attack type is
sql injection";
}

| eaf command-i njection {
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type bool ean;
description
"If the web attack type is
command i njection”;
}
| eaf xss {
type bool ean;
description
"If the web attack type is
XSS injection”;

| eaf csrf {
type bool ean;
description
"If the web attack type is
csrf injection”;
}
}

cont ai ner reqg-nethod {
description
"The met hod of requirenent.
For instance, PUT or GET
in HTTP";
| eaf put{
type bool ean;
description
"If req method is PUT";

| eaf get {
type bool ean;
description
"If req method is GET";
}

}

| eaf req-url {

type string;

description
"Requested URL";

| eaf url-category {
type string;
description
"Mat ched URL category”;
}

container filtering-type {
description
"URL filtering type,
e.g., Blacklist, Wiitelist,
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User - Defi ned, Predefined,
Mal i ci ous Cat egory, Unknown";
| eaf blacklist {
type bool ean;
description
"The filtering type is
bl acklist";
}
| eaf whitelist {
type bool ean;
description
"The filtering type is
whitelist";
}
| eaf user-defined {
t ype bool ean;
description
"The filtering type is
user defined";

| eaf bali cious-category{
type bool ean;
description
"The filtering type is
bal i ci ous cat egory"
}
| eaf unknown {
t ype bool ean;
description
"The filtering type is
unknown" ;

case log {
description
"If the nessage type is |og";
choice | og-type {
description
"The type of |o0g"
case system| og{
description
"If the log type is system | og"
cont ai ner access-logs {
description
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"If the log is access |ogs

in system |l og";
leaf login-ip {

type inet:ipv4-address;

mandat ory true

description

"Login I P address of a user.";

}

| eaf adm nistartor {
type string;
description
"Admi ni strator that
operates on the device";

| eaf | ogin-node {
type | ogi n- node
description
"Specifies the
adm nistrator |ogs in node";
}
| eaf operation-type {
type operation-type;
description
"The operation type that
t he admi ni strator execute";
}
| eaf result {
type string;
description
"Command execution result”;

| eaf content ({
type string;
description
"Operation perforned by
an administrator after login.";
}
}
contai ner resource-utiliz-1logs {
description
"If the log is resource utilize
I ogs in system |l og";
| eaf systemstatus {
type string;
description
"TBD';
}

| eaf cpu-usage {
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type uint8;
description
"specifies the anmount of
cpu usage";
}
| eaf menory-usage {
type uint8;
description
"specifies the anmount of
menory usage";

| eaf di sk-usage {
type uint8;
description
"specifies the anmount of
di sk usage";

}
| eaf disk-left {
type uint8;
description
"specifies the anmount of
disk left";
}
| eaf session-num {
type uint8;
description
"The total nunber of
sessi ons";
}
| eaf process-num {
type uint8;
description
"The total nunber of
process",;

leaf in-traffic-rate {
type uint32;
description
"The total inbound
traffic rate in pps";
}
| eaf out-traffic-rate {
type uint32;
description
"The total outbound
traffic rate in pps";

| eaf in-traffic-speed {
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type uint32;
description
"The total inbound
traffic speed in bps";
}
| eaf out-traffic-speed {
type uint32;
description
"The total outbound
traffic speed in bps";
}
}
contai ner user-activity-logs {
description
"If the log is user activity
| ogs in system | og";
| eaf user {
type string;
mandat ory true
description
"Name of a user";

}
| eaf group {
type string;
mandat ory true
description
"Group to which a user belongs."

}
leaf login-ip {
type inet:ipv4-address;
mandat ory true
description
"Login I P address of a user.”
}

cont ai ner aut hentication-node {
description
"User authentication node. e.g.
Local Authentication
Third-Party Server Authentication,
Aut henti cati on Exenption, SSO Authentication."”;
| eaf | ocal -authentication {
type bool ean;
mandat ory true
description
"Aut hentication-node : |ocal authentication.”

| eaf third-part-server-authentication {
type bool ean;
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mandat ory true;
description
"TBD';
}

| eaf exenption-authentication {

type bool ean;
mandat ory true;
description
"TBD';
}

| eaf sso-authentication {
type bool ean;
mandat ory true;
description
"TBD';
}

}

cont ai ner access-node {
description
"TBD';
| eaf ppp{
type bool ean;
description
"TBD";

| eaf svn{
type bool ean;
description
"TBD";
}

| eaf | ocal{
type bool ean;
description
"TBD";
}

| eaf online-duration {
type string;
description
"TBD";
}

| eaf | ogout-duration {
type string;
description
"TBD';

| eaf addtional -info {
type string;

Expires May 3, 2018

Cct ober 2017

[ Page 32]



Internet-Draft

Hong,

et al.

| 2NSF NSF Mbnitoring YANG Data Mdel

description
"TBD';
}
}

case nsf-1og{
description
"If the log type is nsf
cont ai ner ddos-1ogs {
description

| og

"If the log is DDoS | ogs

in nsf |og";
| eaf attack-type{
type string;
description
" DDoS";

| eaf attack-ave-rate {
type uint32;
description
"The ave PPS of
attack traffic";
}
| eaf attack-ave-speed {
type uint32;
description
"the ave bps of
attack traffic";

}
| eaf attack-pkt-nun{
type uint32;
description
"the nunber of
attack packets";

| eaf attack-src-ip {

type inet:ipv4-address;

description
"TBD";

| eaf action {
type all-action;
description
"TBD";

| eaf os {
type string;
description
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"sinmple os information";

}
}

contai ner virus-1logs {
description
"I'f the log is virus | ogs
in nsf log";
uses protocol;
| eaf attack-type{
type string;
description
"Virus";

| eaf action{
type all-action;
description
"TBD";

| eaf o0s{
type string;
description
"sinple os information";
}
leaf tine {
type yang: dat e-and-ti ne;
mandat ory true;
description
"I'ndicate the tinme when the
nmessage i s generated"

}
}

contai ner intrusion-logs {
description
"If the log is intrusion |ogs
in nsf |og";
| eaf attack-type{
type string;
description
"Intrusion”;

| eaf action{
type all-action;
description
"TBD";

leaf tine {

type yang: date-and-ti ne;
mandat ory true
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description
"Indicate the tinme when the
message i s generated”;

| eaf attack-rate {
type uint32;
description
"The PPS of attack traffic";

| eaf attack-speed {
type uint32;
description
"the bps of attack traffic";

}
}

cont ai ner botnet-logs {
description
"I'f the log is botnet |ogs
in nsf |og";
| eaf attack-type{
type string;
description
"Bot net";

}
| eaf botnet - pkt - nun{
type uint8;
description
"The nunber of the packets
sent to or fromthe
detected botnet";

| eaf action{
type all-action;
description
"TBD";

| eaf o0s{
type string;
description
"sinple os information";
}
}
cont ai ner dpi-Ilogs {
description
"If the log is dpi |ogs
in nsf |og";
| eaf dpi-type{
type dpi-type;
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description
"The type of dpi"

| eaf src-ip {
type inet:ipv4-address;
description
"The source | P address of the packet";
}

| eaf dst-ip {
type inet:ipv4-address;
description
"The destination |IP address of the packet";
}

| eaf src-port {
type inet: port-numnber;
description
"The source port of the packet";

}
| eaf dst-port {
type inet: port-numnber;
description
"The destination port of the packet";
}

| eaf src-zone {
type string;
description
"The source security zone of the packet”;

| eaf dst-zone {
type string;
description

}

| eaf src-region {
type string;
description
"Source region of the traffic";

| eaf dst-region{
type string;
description
"Destination region of the traffic";

}
| eaf policy-id {
type uint8;
mandat ory true
description
"The I D of the policy being triggered"
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}
| eaf policy-nanme {
type string;
mandat ory true
description
"The name of the policy being triggered";
}

| eaf src-user{
type string;
description
"User who generates traffic";
}

uses protocol;
leaf file-type {
type string;
description
"The type of file";

| eaf file-nane {
type string;
description
"The name of file";
}

list vulnerability-scanning-1logs {
key vul nerability-id;
description
"If the log is vulnerability
scanning logs in nsf |og";
| eaf vulnerability-id{
type uint8;
description
"The vulnerability id";
}

leaf victimip {
type inet:ipv4-address;
description
"I P address of the victim
host which has vul nerabilities”
}
uses protocol;
| eaf port-nunm
type inet: port-numnber;
description
"The port nunber”;

| eaf |evel{
type severity;
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description
"The vulnerability severity";

| eaf os{
type string;
description
"sinple os informtion"
}

| eaf addtional -infof
type string;
description
"TBD";
}
}

cont ai ner web-attack-1ogs {
description
"If the log is web attack
logs in nsf |og";
| eaf attack-type{
type string;
description
"Web Attack";
}

| eaf rsp-code{

type string;

description
"Response code”

| eaf req-clientapp{
type string;
description
"The client application”
}

| eaf req-cookies{
type string;
description
" Cooki es";

| eaf req-host{
type string;
description
"The domai n nane of the
requested host";
}
| eaf rawinfof
type string;
description
"The information describing
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t he packet triggering the
event.";

}
}
}
}
}

case counters {
description
"If the nmessage type is counters”;
choi ce counter-type {
description
"The type of counter";
case systemcounter {
container interface-counters {
description
"The system counter type is
interface counter";
uses i2nsf-system counter-type-content;
}
}
case nsf-counter{
contai ner firewall-counters {
description
"The nsf counter type is
firewall counter”;
uses i 2nsf-nsf-counters-type-content;
cont ai ner bound{
description
"I nbound or Qutbound";
| eaf in-interface {
type bool ean;
description
"I'f the bound is inbound";

| eaf out-interface {
type bool ean;
description
"I'f the bound is outbound";
}
}
}
}
contai ner policy-hit-counters {
description
"The counters of policy hit";

uses i 2nsf-nsf-counters-type-content;
| eaf hit-tinmes{
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type uint32;
description
"The hit tinmes for policy";
}
}
}
}
}

| eaf nmessage {
type string;
mandat ory true
description
"This is a message for nonitoring information”

| eaf tinme-stamp {
type yang: date-and-ti ne;
mandat ory true
description
"Indicate the time when the nmessage is generated";
}

| eaf severity {
type severity;
mandat ory true
description
"The severity of the alarm such as
critical, high, mddle, |low";
}
}
}

}
<CCDE ENDS>
Figure 2: Data Mddel of Monitoring
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Appendi x A draft-hong-i2nsf-nsf-nonitoring-data-nodel -01

The followi ng changes are made from draft-hong-i 2nsf-nsf-nonitoring-
dat a- nodel - 00:

1. The YANG data nodel is defined in nore detail based on the
i nformati on nodel for nonitoring NSFs.

2. Typos and grammatical errors are corrected.
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