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Abst r act

Traffic statistics forman inportant part of operations and

mai nt enance data that are used to create denmand matrices and for
capacity planning in networks. Segnent Routing (SR) is a source
routing paradi gmthat uses stack of labels to represent a path. The
SR path specific state is not stored in any other node in the network
except the head-end node of the SR path. Traffic statistics specific
to each SR path are an inportant conponent of the data which hel ps
the controllers to lay out the SR paths in a way that optinizes the
use of network resources. SR paths are inherently ECMP aware.

As SR paths do not have state in the core of the network, it is not
possible to collect the SR path traffic statistics accurately on each
interface. This docunment describes an MPLS forwardi ng pl ane
mechanismto identify the SR path to which a packet bel ongs and so
facilitate accounting of traffic for MPLS SR pat hs.

The mechani sns described in this docunent nmay al so be applied to
other MPLS paths (i.e., Label Switched Paths) and can be used to
track traffic statistics in multipoint-to-point environnents such as
those where LDP is in use

Requi rement s Language
The key words "MJST", "MJST NOT", "REQU RED', "SHALL", "SHALL NOT",
"SHOULD', "SHOULD NOT", "RECOMMENDED', "MAY", and "OPTIONAL" in this
docunment are to be interpreted as described in RFC 2119 [ RFC2119].
Status of This Meno

This Internet-Draft is submtted in full conformance with the
provi sions of BCP 78 and BCP 79.

Internet-Drafts are working docunments of the Internet Engineering
Task Force (1ETF). Note that other groups may also distribute
wor ki ng docunents as Internet-Drafts. The list of current Internet-
Drafts is at https://datatracker.ietf.org/drafts/current/.
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1.

I nt roducti on

Figure 1 describes an SR enabled network with Node-SI Ds and Anycast -
SI Ds assigned. The SR-Paths with | abel stacks are as shown in the
diagram The SR-Paths are created (possibly by a central controller)
so as to maxim ze the network resource utilization such as bandw dth
Based on the traffic carried by the SR Paths, they need to be re-
routed occasionally to balance the bandwidth utilization. SR-Paths
are inherently ECVP aware.

For exanple, SR-Path3 in the diagramis bal anced across equal cost
paths B->C->D and B->G >D. When there is congestion on the link
between B and C, the SR path causing the congestion needs to be
identified and re-routed. SR paths do not have separate control or
forwarding state in any node other than the head-end. Traffic

measur enent at the head-end node is insufficient to determ ne the
contribution of each SR path to the congestion on the |Iink because of
ECVMP or Wi ghted ECMP bal anci ng.

Per-SID traffic measurenent on every interface gives sone inforntion
about the traffic carried, but is not sufficient to correctly measure
traffic carried by each SR path on the link. |If it were possible to
identify to which SR path each packet bel onged, that infornmation
could be used by an external entity to re-route the SR paths to
maxi i ze resource utilization.

As SR paths do not have state in the core of the network, it is not
possible to collect the SR path traffic statistics accurately on each
interface. This docunment describes an MPLS forwardi ng pl ane
mechanismto identify the SR path to which a packet bel ongs and so
facilitate accounting of traffic for MPLS SR pat hs.

The mechani snms described in this docunent nmay al so be applied to
other MPLS paths (i.e., Label Switched Paths) and can be used to
track traffic statistics in nmultipoint-to-point environnents such as
those where LDP is in use
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is to provide a solution to enable

traffic neasurenent statistics per SR-Path on any node and any |ink

in the network.

requirenents i

1. The control

n a variety of deploynents.

The objectives listed below help to achieve the

pl ane MUST be free of any per SR path state.

2. The forwarding plane MIST be free of any per SR path state.

3. The nunber of counters created to neasure traffic SHOULD be

optin zed.

4. The additi
m ni m zed.

5.  The mechani sm SHOULD be applicable to all

3. Ternmninol ogy
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information carried in each packet SHOULD be

MPLS envi ronnents.

The (gl obally unique) Node-SID of the head-end node
whi ch places traffic on the SR path.
excl uding 0-15 and may be encoded in an MPLS | abel

This is a 20 bit nunber
field.
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SR-Pat h-l1dentifier: An SR-Path-ldentifier is an identifier for each
SR path in the network. It is unique within the scope of the node
that allocated the identifier. |If the identifier is allocated by
t he head-end node (the source) the conbination of Source-SID and
SR-Path ldentifier uniquely identifies an SR path within a
network. If the identifier is allocated by a central controller
then the SR-Path Identifier is network unique. The SR-Path
Identifier is a 19 bit nunmber excluding the values 0-15 and may be
encoded in an MPLS | abel field. See Section 4.

SR-Pat h-1ndi cator: The SR-Path-Indicator is an MPLS Speci al Purpose
Label [RFC7274]. This |abel indicates the presence of an SR-Path
Identifier and an Source Node-SID encoded in MPLS | abel stack
entries and situated inmrediately below this | abel stack entry in
t he | abel stack.

SR-Pat h-Stats Labels: The SR-Path-Indicator, SR-Path-Identifier, and
Source-SID together are termed as the SR Path-Stats Label s.

4. SR-Path Identifier
4.1. Centrally Managed SR Pat hs

In controller-based depl oynents, a controller creates an SR policy,
associ ates a segnment list and a Binding SID to the policy, and sends
it to the head-end of the SR path as described in
[I-D.filsfils-spring-segment-routing-policy]. The controller may

al so allocate a network-uni que SR-Path-ldentifier and send it to the
head-end along with the policy. Wen the head-end node receives this
policy, if it has not been supplied with an SR-Path-ldentifier, it
creates a locally-unique identifier for each the SR path network and
associates it with SR TE Policy and advertizes it back to the
control | er using nechani sns described in
[I-D.ietf-idr-te-lsp-distribution].

The SR-Path-ldentifier is used for the purpose of traffic accounting
as described in Section 5.

4.2. Locally Managed SR Pat hs

Depl oynments whi ch do not use a central controller for nmanagi ng the
network configure |ocally manage SR-Paths on the head-end router
Every SR path in the network is identified using a Source-SID and a
source-uni que SR-Path-Identifier. The head-end node generates the
SR-Pat h-1dentifier for each SR path and associates it with the SR
path. An Operator MAY al so configure 19-bit globally unique
Identifiers on each SR-Path and use it for accounting traffic as
described in Section 5
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5. Use of the SR-Path-ldentifier and Source-SlD

The SR-Path-ldentifier is a 19 bit nunber created by the head-end
node as described in Section 4. The SR-Path-ldentifier and Source-
SID are inserted in the packet bel ow a Special Purpose Label called
the SR-Path-1ndicator. The three values are each carried in a | abel
stack entry as shown in Figure 2.

0 1 2 3

01234567890123456789012345678901
B E e r e s i s i o T T s S S S S 2
| SR- Pat h- | ndi cat or | TC |9 TTL |
B T T i I T T o S S S e b S S S
| 4 SR- Pat h-1dentifier | TC |9 TTL |
B e i s e S e e S e e S e e Rl il st sT o SRR I S S o
| Sour ce- SI D | TC |9 TTL |
B E e r e s i s i o T T s S S S S 2

Figure 2: The SR-Path-Stats Labels Encoded in Label Stack Entries
The SR-Pat h-1ndicator |abel value is TBD-1 to be assigned by | ANA

The SR-Path-Indi cator |abel indicates that the MPLS | abel stack
entries that follow carry an identifier of SR path. These | abel
stack entries MJUST NOT be used for forwarding, and if they are
encountered at the top of the | abel stack (for exanple, at the egress
node) they MJST be stri pped.

The SR-Path-ldentifier |label stack entry is inserted i mediately
bel ow the SR-Path-Indicator. The |abel field contains two el enents:

o The C-flag indicates whether the SR-Path-ldentifier is allocated
by a central controller or not. |If the CGflag is set (one) then
this indicates that the SR-Path-ldentifier was allocated by a
central controller and has gl obal scope, and that a Source-SID is
not included. |If the Gflag is clear (zero) then the SR-Path-
Identifier is scoped by the Source-SID that is included after the
SR-Pat h-1dentifier.

0 The SR-Path-ldentifier identifies the SR path as described in
Section 4.

The Source-SID is inserted i mediately bel ow the SR-Path-ldentifier

and is present only if indicated by the setting of the Cflag in the
SR-Pat h-1dentifier |abel stack entry. |If present the Source-SID
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gi ves scope to the SR-Path-ldentifier. The Source-SID is described
in Section 4.

An internediate node in the network can look into the packet and
account the traffic based on the SR-Path-ldentifier and Source-SI D

Because it is necessary that the SR-Path-Stats | abels are renoved
when they are found at the top of the | abel stack, the node inposing
the | abel stack (the ingress) must know whi ch nodes are capabl e of
stripping the labels. This ability is advertised in |IGP
advertisements defined in TBD and TBD

6. Inserting the SR-Path-ldentifier in Packets

The SR-Pat h-ldentifier and Source-SID are used as a key to account
the SR path traffic. The forwarding plane entities should | ook up
the SR-Path-ldentifier and Source-SID (if present) values to account
the traffic against the right path counters.

The SR-Path-Stats Labels are normally placed at the bottom of the
| abel stack.

Forwar di ng hardware may have limtations and not support accessing
the | abel stack beyond certain depth. In such cases, the hardware
will not be able to find the SR Path-Stats Labels at the bottom of
the | abel stack if the stack is too deep. To support traffic
accounting in such cases it is necessary to insert the SR-Path-Stats
Label s within the Readabl e Label Stack Depth Capability (RLDC) of the
nodes in the SR path. The extensions defined in
[I-D.ietf-ospf-segment-routing-nsd] and
[I-D.ietf-isis-segnent-routing-nsd] describe how the MSD supported by
each node is advertised. The head-end node SHOULD insert the SR-

Pat h-Stats Labels at a depth in the |abel stack such that the nodes
in the SR path can access the SR-Path-Identifier for accounting. The
SR-Pat h-Stats Labels may be present nultiple tinmes in the |abel stack
of a packet.

In general, if all the nodes in the network support RLDC which is
nmore than the | abel -stack depth being pushed at the head-end node
then the SR-Pat h-Stats Labels SHOULD be pushed at the bottom of the
| abel -stack. |If there are service labels to be inserted, they MJST
be pushed at the bottom of the stack. |If entropy |abels [ RFC6790]
are to be inserted they SHOULD be pushed next. The SR-Path-Stats
Label s SHOULD be pushed next.

It is possible to partially deploy this feature when not all the

nodes in the network support the extensions defined in this docunent.
In such scenarios, the special |abels MJST NOT get exposed on the top
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of the | abel stack at a node that does not support the extensions
defined in this docunment. This may require multiple blocks of SR-
Path-Stats Labels to be inserted in the packet header

If the egress has not indicated that it is capable of renoving the
SR- Pat h-Stats Labels, then they MJUST NOT be placed at the bottom of
the | abel stack. 1In this case the SR-Path-Stats Labels SHOULD be

pl aced at a point in the |abel stack such that they will be found at
the top of stack by the latest node in the SR path that is capable of
renoving them In this way, traffic accounting can be perforned

al ong as nuch of the SR path as possible.

7. Traffic-Accounting for Sub SR-Paths in the Network

SR paths may require large | abel stacks. Some hardware platfornms do
not support creating such large |abel stacks (i.e., inposing a |large
nunber of labels at once). To overcone this limtation sub-paths are
created within the network, and Binding-SIDs are allocated to these
sub-paths. Wen the |abel representing a Binding-SID is processed it
is swapped for a stack of |abels. When a head-end node builds the

| abel stack for an SR path, it may use these Binding-SIDs to reduce
the depth of the | abel stack it has to inpose and effectively
constructs the end-to-end SR path froma series of sub-paths

The sub-paths are not accounted separately. Accounting is perfornmed
on the end-to-end SR paths. However, edge routers MAY create

Bi ndi ng-SI Ds for BGP-SR-TE Policies as described in
[I-D.ietf-idr-segnent-routing-te-policy]. Traffic accounting for the
traffic carried on the SR paths indicated by these Binding-SIDs can
be done separately by allocating separate SR-Path-ldentifiers for

t hese sub-pat hs

8. Forwardi ng Pl ane Procedures

To support per-path traffic accounting, the forwarding plane in a
router MIUST | ook through the | abel stack of a packet for the first

i nstance of the SR-Path-Indicator. The |abel value in the next |abe
stack entry is the SR Path-Identifierand the Cflag indicates whether
a Source-SID | abel stack entry is also present. The |abel values are
used as the key for accounting SR path traffic. |I1f the Source-SID

| abel stack entry is absent, an inplenentation may find it helpful to
use a nock Source-SID val ue of zero for accounting purposes.

The SR-Path-ldentifier may be located at different depth in the
packet based on the RLDC of nodes in the network as described in
Section 6. Finding the SR-Path-ldentifier in the packet may be a
costly operation and MJUST NOT be done unless if SR path accounting is
enabl ed on the device. |I|nplenmentations MJST include a device-w de
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configuration option to enable and di sable SR path accounting, and
this option MJST default to "off". |Inplenentati ons SHOULD i ncl ude
nmore granul ar configuration (such as per-interface).

A further configuration optionis to limt the type of packets to

whi ch the procedures described in this section are applied. Thus,
the forwarding plane could be configured to inspect only SR packets,
or only MPLS packets established using a specific control plane
techni que (such as LDP). The top |abel on the incom ng packet can be
used to determ ne the nature of the packet and whether to search for
the SR-Path-ldentifier. The SR |labels are predictable and are nostly
assigned fromSRG or SRLB. |If the top | abel belongs to any of these
| abel bl ocks the procedures described in this section may be applied.
If the SR label is allocated dynamcally as in case of dynanic

Adj acency-SIDs, it may be difficult to identify whether the | abe
belongs to SR It is RECOMVENDED to use configured Adjacency- Sl Ds
when SR path traffic accounting is enabl ed.

If the top | abel of the incom ng packet is of the right type for
accounting and if other appropriate configuration options are

enabl ed, then packet’s |abel stack MJUST be exani ned | abel by | abe
until an SR-Path-Indicator label is found. The |abel bel ow SR-Pat h-
Indicator |label is the SR-Path-Identifier |abel and the Source-SID

| abel follows according to the setting of the CGflag. The {incom ng
interface, SR-Path-ldentifier, Source SID} together are the key for
traffic accounting. |If the Source-SID |abel stack entry is absent,
an inplenmentation may find it hel pful to use a nock Source-SID val ue
of zero for accounting purposes.

If a counter does not already exist for that three-tuple, a new
counter SHOULD be created. |If a counter already exists, it MJST be
i ncrenment ed.

There is no requirenent to preenptively create counters for every
incomng interface and every SID: the counters need only be created,
when a packet is received with the new SR-Path-identifier. This will
significantly reduce the nunmber of counters that need to be
instantiated as not every interface will receive traffic for any
particul ar SR pat h.

If the SR-Path-Indicator is the top label in a packet, the SR-Path-
Stats | abels are popped and further processing is based on the

remai ning |l abels in the | abel stack. [Inplenentations MJST nake sure
the traffic accounting is carried out before the SR-Path-Stats | abels
are popped.
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9.

10.

Consi deration of Protecti on Mechani sns

SR paths typically consist of one or nore Node-SlDs, Adjacency-SlDs,
Anycast-SI Ds, and Binding-SIDs. A variety of protection nechanisns
may be in place for these SIDs as described in
[I-Dietf-spring-resiliency-use-cases]. Wen the head-end node
inserts the SR-Path-Stats | abels in the |abel stack, the place in the
stack is decided based on whether the node where the special |abe
gets exposed is capable of popping those | abels.

When link protection is enabled, the traffic reaches the next-hop
node before noving to towards the destination. Wth |ink-protection
enabl ed, there is no risk of exposing the special |abels at a node
that does not support the extensions.

When node-protection is enabled, the traffic skips the next-hop node
and reaches the next-next-hop towards the destination. |In this case
there is a possibility of special |abels getting exposed at a node
(the Merge Point) that does not support the extensions described in
this docunment. In such cases, the node that receives the packet with
special label at the top will discard the packet according to the
processing rules of Section 3.18 of [RFC3031]. Wen using extensions
described in this docunent for traffic accounting and w th node-
protection enabled in the network, it is RECOWENDED to make sure al
the nodes in the network support the extension

Backward Conpatibility

The extensions described in this docunent are backward conpati bl e.
Nodes that do not support the extensions defined in this docunent
will not account the traffic (they will not search for the SR-Path-
Indicator), but will forward traffic as nornmal.

Wil e inserting the SR-Path-Stats |abels, the head-end router MJST
ensure that the labels are not exposed to the nodes that do not
support them If an error is nade such that the SR-Path-Stats | abels
are exposed at the top of the | abel stack at a node that does not
support this docunent then that node will discard the packets
according to [ RFC3031]. While the packets will be black-holed, no
further harmwi |l be caused to the network, and since this is a
configuration or inplenentation error, this is an acceptable

si tuation.

If an appropriate point in the | abel stack cannot be found for the
insertion of the SR-Path-Stats | abels, the head-end node, head-end
MJUST NOT insert the SR-Path-Stats | abels, but SHOULD conti nue to

|l abel and transmt data. Under such circunstances the head-end node
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11.

12.

SHOULD al so |l og the event. A head-end or central controller MAY seek
an alternate SR path that allows traffic accounting.

Scal ability Considerations

The counter space is a linmted resource in hardware. As described in
Section 8 counters need only be created, when a packet is received
with the an SR-Path-ldentifier. Furthernore, counters need only be
mai nt ai ned where collection of statistics is configured.

Head- end nodes MJUST NOT insert SR-Path-Stats |abels by default.
Careful configuration of which SR paths have statistics collection
enabled will help to minimze the nunber of counters that need to be
mai ntai ned at transit nodes.

Transit nodes that are constrained for the nunber of counters that
they can support MAY inpl ement nmechani snms that sacrifice some under-
used counters to create new counters.

As previously noted, the | abel stack is a prescious resource itself.
That nmeans that under sone circunstances it is desirable to only use
two |l abels in the SR-Path-Stats | abel sequence rather than three.
This can be achieved by using a central controller to allocate SR
Pat h-I1dentifier values and set the C-flag to indicate that no Source-
SID is used.

Conversely, in a large network with a central controller the SR-Path-
Identifier may be a prescious resource. That is, there nmay be nore
than 2719 SR paths that need identifiers to be allocated. 1In this
case, a central controller may use know edge of | abel stack depth and
network node capabilities to allocate SR-Path-Indicators that include
a Source-SID (set to indicate the controller, itself) where that
woul d not cause a problemin the network.

Security Considerations

As noted in Section 11 the counter space is a linmted resource in
hardware. This docunent introduces dynam c creation of counters
based on packet headers of the incom ng packets. There is the
possibility that a DOS attack is nounted by requesti ng new counter
creation on each packet. |nplenentations SHOULD nonitor the counter
space and generate appropriate warnings if the counter space is
getting exhausted. |Inplenentations SHOULD control the rate at which
the counters get created to mitigate DOS attacks.
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13.

14.

15.

16.

16.

| ANA Consi der ati ons

I ANA maintains a registry called the "Miltiprotocol Label Switching
Architecture (MPLS) Label Values" registry. 1ANA is requested to
make a new assignnent fromthis registry as follows:

Val ue | Description | Reference

TBD-1 | SR Path Indicator | [This.I-D]

Acknow edgenent s

Thanks to John Drake, Harish Sitaraman, and Ron Boni ca for hel pful
di scussi ons.

Contributors

Adri an Farrel
Juni per Networks

Emai | . afarrel @ ui nper. net

Ref er ences
1. Normative References

[I-Dietf-idr-te-1sp-distribution]
Previdi, S., Dong, J., Chen, M, Gedler, H, and j.
jefftant @mail.com "Distribution of Traffic Engineering
(TE) Policies and State using BGP-LS", draft-ietf-idr-te-
| sp-distribution-07 (work in progress), July 2017.

[ RFC2119] Bradner, S., "Key words for use in RFCs to Indicate
Requi rement Level s", BCP 14, RFC 2119,
DA 10.17487/ RFC2119, March 1997,
<https://ww.rfc-editor.org/info/rfc2119>.

[ RFC3031] Rosen, E., Viswanathan, A, and R Callon, "Miltiprotocol
Label Switching Architecture", RFC 3031,
DO 10.17487/ RFC3031, January 2001,
<https://www. rfc-editor.org/info/rfc3031>.

Hegde Expires May 3, 2018 [ Page 12]



Internet-Draft Traffic accounting for SR-Paths Cct ober 2017

16.

2. Informative References

[1-D.filsfils-spring-segment-routing-policy]
Filsfils, C, Sivabalan, S., Raza, K, Liste, J., d ad,
F., Lin, S., bogdanov@oogle.com b., Horneffer, M,
St ei nberg, D., Decraene, B., and S. Litkowski, "Segnent
Routing Policy for Traffic Engineering"”, draft-filsfils-
spring-segment -routing-policy-01 (work in progress), July
2017.

[I-D.ietf-idr-segnent-routing-te-policy]
Previdi, S., Filsfils, C., Mittes, P., Rosen, E., and S.
Lin, "Advertising Segment Routing Policies in BG", draft-
ietf-idr-segnent-routing-te-policy-00 (work in progress),
July 2017.

[I-D.ietf-isis-segnment-routing-nsd]
Tantsura, J., Chunduri, U, Adrin, S., and L. G nsbherg,
"Signaling MSD (Maxi nrum SI D Depth) using IS-1S", draft-
ietf-isis-segnment-routing-nsd-04 (work in progress), June
2017.

[I-D.ietf-ospf-segnent-routing-nsd]
Tantsura, J., Chunduri, U., Aldrin, S., and P. Psenak,
"Signaling MSD (Maxi mum SI D Depth) using OSPF', draft-
i etf-ospf-segnment-routing-nsd-05 (work in progress), June
2017.

[I-D.ietf-spring-resiliency-use-cases]
Filsfils, C, Previdi, S., Decraene, B., and R Shakir,
"Resiliency use cases in SPRING networks", draft-ietf-
spring-resiliency-use-cases-11 (work in progress), My
2017.

[ RFC6790] Kompella, K., Drake, J., Amante, S., Henderickx, W, and
L. Yong, "The Use of Entropy Labels in MPLS Forwardi ng",
RFC 6790, DO 10. 17487/ RFC6790, Novenber 2012,
<https://www. rfc-editor.org/info/rfc6790>.

[ RFC7274] Konpella, K., Andersson, L., and A Farrel, "Allocating
and Retiring Special-Purpose MPLS Label s", RFC 7274,
DO 10.17487/ RFC7274, June 2014,
<https://ww. rfc-editor.org/info/rfc7274>.

Hegde Expires May 3, 2018 [ Page 13]



Internet-Draft Traffic accounting for SR-Paths Cct ober 2017

Aut hor’ s Addr ess

Shraddha Hegde

Juni per Networks, Inc.
Enbassy Busi ness Park
Bangal ore, KA 560093
I ndi a

Emai | : shraddha@ uni per. net

Hegde Expires May 3, 2018 [ Page 14]



