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Purpose of Slice Gateway (SLG)

• To define capabilities of data-plane for network slicing (e.g., 
QoS control, transform encaps, etc.) with interaction with the 
management plane. 

• To provide data-plane functionalities for providing E2E slices 
across multiple heterogeneous domains.
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Overview of Network Slicing
• Network slice (NS) is a logical network deployed based on service 

requirements.
• NS enables 3rd parties to use network resources as a part of their 

own services.  
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NS Lifecycle
• Network slice (NS) are deployed depending on the following flow.
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Overview of NS System Framework
• NS are automatically deployed on 

physical network resources by NS 
orchestrator(NSO).

• NSO converts service requirements 
from tenants to network 
configuration.

• NS are instantiated dynamically 
with SDN/NFV technologies.
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Overview of Network Slicing in NFV

Network slice-specific (dedicated) control layer functionsNetwork slice-specific (dedicated) control layer functionsNetwork slice-specific (dedicated) control layer functions

Network slice-specific (dedicated) management layer functions

Slice MangerSlice Manger

M
an

ag
em

en
t &

 O
rc

he
st

ra
tio

n 
pl

an
e

E2E Service Management & Orchestration

EMEM

Co
nt

ro
l 

pl
an

e
Da

ta
pl

an
e

Network slice-specific (dedicated) data layer functions

NFV 
Orchestrator

VNF 
Manager VIM

VNF 

VNF 

VNF 

VNF 

VNF 

VNF 

VNF 

VNF 

VNF 

VNF 

VNF 
VNF 

VIM
VNF 

Manager

Slice Manger

OSS/NM
Slice as a union of

subsets of 
resources & NFVs

IRTF102@Montreal 6



E2E Network Slicing Concept
• NS is required to provide specific quality from end to end.
• NS is composed of subnets which deployed in each domain.
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Challenges on E2E Network Slicing
• Challenges on E2E network slicing are described below.
• In addition to operation aspects, some data-plane functionalities 

would be required to handle traffic.  
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Slice Gateway
• Slice Gateway (SLG) provides data plane functionalities for NS.
• Some SLG would be deployed as VNF.

OSS/BSS

E2E-Orchestrator

Access 
Network

Core
Network Data Center

Ctrl Ctrl Ctrl

Orchestrator Orchestrator

SLG SLG SLG

Tenant

SLG

Administrative Domain#BAdministrative Domain#A

SLG

SLG creates slice subnets with virtual links and connects domains

UE Server

9



Requirements for SLG/Data-plane
• SLG would be required to provides functionalities in terms of the 

following two aspects:
– Handling underlay infrastructure
– Control services on NS
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• Service Chaining
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Conclusion
• For deploying appropriate E2E-NSs based on service requirements, 

definition of functionalities on data-plane would be required.

• SLG enables to provide E2E slices across multiple heterogeneous 
domains.
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Next Step
• Feedback would be appreciated.
• Breakdown the requirements to concrete functionalities.
• A dedicated group would be required for discussing and 

standardizing aspects of network slicing in IETF/ IRTF  (i.e. a 
dedicated BoF planed for IETF 103).
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