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Change Summary since IETF104

• Draft Status: WG Adopted May 2019
• No Text Changes; 
• Model Changes:

– Added new module ietf-trans-client-svc-types; 
• Would be useful in Configuration & PM & OAM for transparent client signal;

– See next pages for other model changes



Update Module for Ethernet Service

Modify the ietf-eth-tran-service:

Added protection/restoration info Create choice for underlay tunnel

Use the protection-restoration-properties
from ietf-te-types

Categorize per switching technology
- ETH Tunnel；
- OTN Tunnel;
- MPLS-TP Tunnel;



Update for Transparent Client Signals

Modify the ietf-trans-client-service:

Added direction info Create corresponding types

Starting from the direction information;



Summary & Next Step

• Open issues are proposed and progressing: 
– Model available on: https://

github.com/haomianzheng/IETF-ACTN-YANG-Model/tree/master/YANG/c
camp/Client-signal-yang
 ;

– Open issues include:
• Harmonize with functionality models, such as scheduling, performance 

monitoring and OAM;
• May extend types module to indicate more detailed configuration info such as 

access point type (O/E), expected performance, etc. 

• Need more work before WG LC; 

https://github.com/haomianzheng/IETF-ACTN-YANG-Model/tree/master/YANG/ccamp/Client-signal-yang
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Change Summary since IETF105

• Check RFC8407 to follow model guideline
• Harmonized with other updated YANG models



Next Step

• Request for WG adoption. 
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