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Background  
Current loop issue in BIER forwarding : 
• The multicast data packet sent from R1 to R9 is initially forwarded along the path R1->R2->R3->R4->R9. 
• When the link between R2 and R3 fails, R2 will detect the route of R3 is unreachable. R2 will send the 

packet to backup BFR-NBR R6. 
• During the convergence process, if the convergence of the downstream BFR is slower than that of the 

upstream, multicast packets will loop. 
• During fault recovery, if the downstream BFR converges faster than the upstream, there is also a loop. 
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1. After detecting that R3's route is 
unreachable, R2 sends the packet 
to FRR's backup neighbor R6. 

2. During the convergence 
process,  R6’s BIFT has not yet 
been updated. Packets will 
loop between R2 and R6. 

4.  Because R2’s BIFT has not yet been 
updated the multicast packets is still 
steered to R6. There is also a loop 
between R2 and R3. 

3.  Sensing the recovery of the link failure 
between R2 and R3, R6's routing 
converges faster than R2's. 



  
This draft proposes a method leveraging SR-MPLS and/or SRv6 to ensure that BIER 
messages can be forwarded loop-freeness during the IGP convergence process. 
Upon a topology change, BFR performs convergence processing as follows: 
1. After computing the new path to BFER, in an interval (C), BFR installs a BIFT for BFR-NBR that steers 

packets to BFER via a loop-freeness explicit path. 
2. Within the interval C, multicast packets are forwarded along the explicit path to BFER. 
3. When C elapses, BFR installs the normal post-convergence forwarding entry. 
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Within the interval C, R6 specifies Intf67 
as the output interface, and forwards 
multicast packets sent to R9 along a 
explicit path to R7. 

Intf67 

Within the interval C, R7 specifies 
Intf78 as the output interface, and 
forwards multicast packets sent to R9 
along a explicit path to R8. 

Intf78 

R2 

After detecting that R3's route is 
unreachable, R2 sends the packets 
to FRR's backup neighbor R6. 

Proposal  



  
 Method 1: Using the concept of P-Space and Q-Space for TI-LFA generate an explicit SR/SRv6-

based path from P to Q.  
1.  When the link fails, BFIR reconverges to the calculated SPF tree. 
2.  Find the Q node.  
3.  Find the P node. 
4.  Calculate the repair segment list path. 

            For SR-MPLS, the repair list is {Node_SID(P), AdjSID(P->Q)}. 
            For SRv6, the repair list is {END_SID(P), END.X (P->Q)}. 

     5. BFIR first sends the BIER message to the endpoint along the unicast explicit path indicated by the repair list.  
     6. After the endpoint receives the message, remove the explicit path encapsulation, restore the BIER message, and 
then continue forwarding according to the BIER header. 

 Method 2: Directly generate a explicit path from BFIR to Q node. 
        For SR-MPLS, the repair list is {AdjSID(S->Q)}. 
        For SRv6, the repair list is {END.X(S->Q)}. 
 

Q node: On the SPF tree, traverse the parent node from BFER until finding the node farthest from BFER. This node is 
not affected by link failures and can reach BFER. 
P node: Starting from the Q node, traverse the parent node to find the node that the source node can reach through 
the shortest path, which is not affected by link failure. 

Computing Method of Loop-avoiding Path  



  
The multicast data packet sent from R1 to R9 and R10 is initially forwarded along the path                            
R1->R2->R3->R4->R9/R10. 
When the link between R2 and R3 fails, BFIR R1 calculates the  repair path for each BFER. 

1. Calculate the Q node for R9, and the result is [R8]. 
2. Calculate the P node for R9,  and the result is [R7].  
3. The path between P node and Q node is the repair path of R9.  
4. Repeat the above process to calculate the repair path for R10. The P and Q nodes are also R7 and R8. 
5. BFERs with the same P and Q nodes use the same repair path. 

           To R9 and R10, both need to go through the R7->R8 link. 
• For SR-MPLS, the repair list for R9 and R10 is: <NodeSID(R7), AdjSID_R7R8>. 
• For SRv6, the repair list for R9 and R10 is: <End.X_R7R8>. 

  
If multiple BFERs have the same repair path, the multicast message is first forwarded to the endpoint of the 
repair path, and then is replicated at the endpoint to R9 and R10. 

Example 
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Next Steps 

•Any questions or comments are Welcomed 

•Seeking for feedback  


