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draft-pwouters-ipsecme-delete-info-02

● Enum list or free text? people wanted both.
○ enum plus optional text field
○ Example section changed to initial IANA Registry
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draft-pwouters-ipsecme-delete-info-03

● Free text comes with complications - removed
● Downtime field removed

○ Ignoring is beneficial (aggressive retry)
○ Hard to predict for implementation
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Status, comments, questions ?

● Some people want free text field back
○ Allow enum reason with text field ?
○ Or either reason or text, not both ?
○ Can we say “debug only, no i18n needed” ?

● Some people want downtime field back
○ please speak up why
○ (I found it very speculative to implement)

● Suggestion made: Add a relevant SPI field
○ eg for INITIAL_CONTACT, which SPI replaced it
○ Hard to predict for implementation
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draft-pwouters-ipsecme-child-pfs-info-00

● Convey PFS/KE for Initial Child SA 
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draft-pwouters-ipsecme-child-pfs-info-01

● Convey PFS/KE/ADDKEs for Initial Child SA as 
(sub)set from Initial Exchange
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draft-pwouters-ipsecme-child-pfs-info-01

● Example
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draft-pwouters-ipsecme-child-pfs-info-00

● Currently only coves basic case
● Cannot convey info on INTERMEDIATE params
● Cannot convey info on multiple KE

● Leave for only simply case or make complicated?
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draft-pan-ipsecme-anti-replay-notification-00

● Missing method to convey “no replay support”
● Should we add value for “ESN separate from anti-reply”
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