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Work since IETF122

● Added PLPMTUD as MUST
○ Both PLPMTUD and PMTUD are supported.

● Removed Extension Header text for eh-limits-draft.
○ If the draft doesn’t resolve itself, we will still remove the text 

with updated guidance.
● Added SHOULD for Discovery of encrypted DNS Resolvers.
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Document Updates

● 6724-bis, Default Address Selection 
○ Section 6.6

● DHCPv6 (8415bis)
● Hop-by-Hop Options Processing 
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New IPv6 RFCs to Add

● Add RFC 9663, DHCPv6-PD per Client
● Add PCP (6887/6886)
● Host MUST implement RFC 8028 to support multi-prefix 

networks.
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IPv6 Only Section

● DNS64
● NAT64 
● DHCP Option 108
● CLAT/XLAT 
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DNS Questions

● AAAA record containing IPv4 mapped addresses.
● Prefer IPv6 servers to IPv4
● Captive Portals 
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Discussed on the mailing list…

● “Hosts MUST support the sending of Router Solicitations 
and the receiving of Router Advertisements (RAs).”
○ This is an additional requirement not in Neighbor 

Discovery.
○ Always been in IPv6 Node Requirements.
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Next Steps

● Address current open issues for IETF-123
○ https://github.com/timchown/rfc8504-bis/issues

● File new ones issue as reviews happen.

8

https://github.com/timchown/rfc8504-bis/issues

