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fixed-size data.
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Key points of this draft
* This draft extends the IOAM Trace Option to carry a
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* This new F-flag is defined in this draft

When F-flag is set, a new format of
IOAM Trace Option as below is defined
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| Namespace-1D |[NodeLen | Flags | RemaininglLen|

=ttt + -+ -+ -+ -+ -+ -+ -+
| IOAM Fixed-Data Trace-Type || Reserved |
=ttt _+ -+ -+ _+
r~ One or More Fixed-size Aggregate Data ~

+-+-+-+-+-+-+-+-F-F-+-F-F-F-F-F-F-F-+-+-+-+-+-+-+-+-+-+-+-+-+-+_+

+  “IOAM Fixed-Data Trace-Type” is a bitmap

*  For the definition of “Fixed-size Aggregate Data”,
please see next page




Key points of this draft (Cont.)
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| Namespace-1ID |NodeLen | Flags | Remaininglen|
F-F-F-F-F-F-F-F-F-F-F-F-F-F-F-F-F-F-F-F-F-F-F-F-H-F-F=-F-t-t-+-+-+
| I0AM Fixed-Data Trace-Type || Reserved |

FF-F-F-F-F-F-F-F-F-F-F-F-F-F-F-F-F-F-F-F-F-F-F-F-+-+-+-+-+-+-+-+

~ One or More Fixed-size Aggregate Data ~

+-+-4-4-4-4-+-t-dt-t-t-F-F-F-F-t-F-F-F-F-F-+-+-+-d-d-F-Ft-F-+-+-+-+
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Signal Value | Reserved |
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Figure 4: Fixed-size aggregate data for Bit 0,1,2,3

The intention is to make the “Fixed-size Aggregate Data”
format flexible enough

The current draft defines four Signal Values, three of them
are borrowed from CSIG (draft-ravi-ippm-csig-01)



Next steps

» Ask for more reviews and comments
* Revise this draft to improve it

* Ask for WG adoption once there Is
Implementation

Thank you!



