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What is Multi-Opus 

● Extension of the Opus codec to support multiple 
streams in a single RTP session

● Designed for advanced audio scenarios:
○ Multi-channel video transmission for the 

video conferencing or Cloud gaming - link
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Short Introduction
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Why It Matters

● Requires overhead compared to multiple independent Opus Streams
● Enables synchronized playback for complex audio layouts

https://nvidia.custhelp.com/app/answers/detail/a_id/5391/~/how-do-i-set-up-multi-channel-surround-audio-%285.1-or-7.1%29-on-geforce-now%3F
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Rationale for Standardization
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Current Situation

● Deployed systems(e.g. libwebrtc uses non-standard SDP encoding “multiopus”)
● Custom fmtp parameters:

○ num_streams/ coupled_streams/ channel_mapping

Problems

● Requires manual SDP text modifications for the interoperability
● No formal specifications for linking RFC 7587 (RTP Payload format) and RFC7845 (Ogg 

Encapsulation for the Opus Audio Codec) → risk of inconsistent behaviour 

Rationale for Standardization

● Improves interoperability across browser based systems
● Removes application-level SDP edits (SDP munging)

https://webrtc-review.googlesource.com/c/src/+/129768
https://www.rfc-editor.org/rfc/rfc7587
https://www.rfc-editor.org/rfc/rfc7845


RTP/SDP for Opus Multistream 
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Goal

● Standardize SDP signaling for 
multichannel Opus to replace 
non-standard “multiopus” usage

Key Elements

● SDP Syntax: 
multiopus/<clock-rate>/<channel-count>

● fmtp Parameters
○ num_streams: total opus streams
○ coupled_streams: Stereo(Coupled)
○ channel_mapping: Mapping RTP 

channels to speaker positions

Examples (5.1 Ch Audio)

● a=rtpmap:111 multiopus/48000/6
● a=fmtp:111 

num_streams=4;coupled_streams=2;ch
annel_mapping=0,4,1,2,5

Offer/Answer Procedures

● Offer MAY include multiopus payload 
types and stereo fallback

● Answer MUST select supported 
configuration or fallback to stereo

● Down-conversion SHOULD NOT occur 
silently
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Next Step

● Any questions or feedbacks?
● Contributions on github are welcome


