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Overview

* New TLV type using Sub-TLVs to allow
associating additional data in sub-TLVs for an
(S,G) TLV

* Forwarding enhancements reducing amount

of PFM messages sent when multiple p2p
links between 2 routers.



Announcing additional flow
Info

PFM-SD RFC 8364 has a single TLV defined for announcing
source address, group address and holdtime.

May be useful to announce additional info about a flow.
— Data rate may be one example

No easy way of doing this using the existing TLV. If we add a new
TLV for data rate, how do we associate the rate with the
corresponding source, group, holdtime TLV?



RFC 8364 source, group
holdtime TLV
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| Group Address (Encoded-Group format) |
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| Src Address 1 (Encoded-Unicast format) |
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New source, group holdtime
TLV with sub-TLVs
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+od-t-t-F-t-F-t-F-F-F-F-t-F-F-F-F-F-F-F-F-F-t-F-F-F-F-F-F-F-+-+-+
| T Type = TBD | Length |
+od-t-t-F-t-F-t-F-F-F-F-t-F-F-F-F-F-F-F-F-F-t-F-F-F-F-F-F-F-+-+-+
| Group Address (Encoded-Group format) |
+od-t-t-F-t-F-t-F-F-F-F-t-F-F-F-F-F-F-F-F-F-t-F-F-F-F-F-F-F-+-+-+
| Src Address (Encoded-Unicast format) |
+od-t-t-F-t-F-t-F-F-F-F-t-F-F-F-F-F-F-F-F-F-t-F-F-F-F-F-F-F-+-+-+

| Holdtime | Type Sub-TLV 1 |
+od-t-t-F-t-F-t-F-F-F-F-t-F-F-F-F-F-F-F-F-F-t-F-F-F-F-F-F-F-+-+-+
| Length Sub-TLV 1 | Value Sub-TLV 1
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Flooding Optimization overview

* Today, PIM Flooding Mechanism (PFM) messages are
flooded on all PIM interfaces and are processed via RPF

checks.

* The same messages are processed on multiple links
between a pair of PIM neighbors.

* This can be avoided with an optimization solution.
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Next steps

The draft has been implemented
Minor changes to the draft based on implementation

Authors believe the document is ready for WGLC, no more
planned changes.

Ready for WGLC?
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