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Outline

1. DT: Introduction and Objectives (1 min)

2. Objective 1 : Scenarios (6 min)

3. Objective 2 : PQ cipher suites recommendation (1 min)

4. Objective 3 : KEM-based authentication methods (1 min)

5. Objective 4 : Statement for CFRG on LAKE requirements (1 min)

6. Discussion (5 min)
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DT Objectives

1. The definition of a set of deployment scenarios where PQ-EDHOC is 
realistically deployable

2. A recommendation on standardizing PQC cipher suites for EDHOC methods 0 
(SIG-SIG) and 4 (PSK)

3. A recommendation on standardizing new KEM-based authentication methods, 
satisfying the deployment scenarios defined in (1)

4. A statement for CFRG on LAKE requirements, potentially including the 
deployment scenarios from (1), for the standardization of “lightweight” PQC 
algorithms
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Objective 1 (6 min)

The definition of a set of deployment scenarios where PQ-EDHOC is realistically 
deployable 

Approach: Estimate the performance and resource impact of the proposed post-quantum (PQ) methods 
using constrained-environment classifications from draft-ietf-iotops-7228bis-07

1. C-Class → memory constraints (RAM/flash)
2. S-Class → link-layer MTU constraints
3. B-Class → effective link bitrates

Feasibility and Performance Evaluation:

● Memory: feasibility of PQ crypto fitting in memory of constrained platforms
● Computational cost (processing time)
● Communication cost (handshake TX/RX time)
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https://datatracker.ietf.org/doc/html/draft-ietf-iotops-7228bis-07
https://datatracker.ietf.org/doc/html/draft-ietf-iotops-7228bis-07#devclasstbl
https://datatracker.ietf.org/doc/html/draft-ietf-iotops-7228bis-07#mtutbl
https://datatracker.ietf.org/doc/html/draft-ietf-iotops-7228bis-07#phyratetbl


Objective 1: Methodology
PQC EDHOC Methods Evaluated

● Signature →  EDHOC method 0 with PQC KEM  key exchange and PQC signatures authentication (RFC 9528 + draft-spm-lake-pqsuites)
● PSK → draft-ietf-lake-edhoc-psk + draft-spm-lake-pqsuites (PQC KEM key exchange and PSK authentication)
● KEM → method 5 from draft-pocero-lake-authkem-edhoc PQC KEM key exchange and PQC KEM-based authentication
● NIKE → EDHOC method 3 with PQ NIKE key exchange and authentication

Common Assumptions

● Both parties authenticate using the same method
● Credentials used for mutual authentication are provided by reference

PQC Algorithms

● NIST-standardized algorithms and algorithms selected for standardization → excluding HQC and SLH-DSA due to their large message and key sizes
● Second-round NIST PQC signature candidates → only SIG algorithms providing lower EDHOC handshake footprint than ML-DSA-44 f
● High-potential compact PQC schemes → including DAWN-β-512 KEM alternative and dCTIDH-2048-205 NIKE scheme

Data Source:

● Processing time and memory usage data are primarily obtained from pqm4 benchmarks on Cortex-M4 platforms.
○ Except for: SQ-sign,  DAWN-β-512 and dCTIDH-2048-205

■ Cortex-M4 benchmarks for these algorithms are not yet available; benchmarks are taken for higher-performance platforms
● The artifact sizes (keys, signatures, and ciphertexts) used to estimate EDHOC message sizes are taken from the corresponding NIST PQC submission 

specifications and from DAWN-β-512 and dCTIDH-2048-205 specifications.
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https://datatracker.ietf.org/doc/draft-spm-lake-pqsuites/
https://datatracker.ietf.org/doc/draft-ietf-lake-edhoc-psk/
https://datatracker.ietf.org/doc/draft-spm-lake-pqsuites/
https://datatracker.ietf.org/doc/draft-pocero-lake-authkem-edhoc/
https://github.com/mupq/pqm4/blob/master/benchmarks.md
https://sqisign.org/
https://eprint.iacr.org/2025/1520.pdf
https://eprint.iacr.org/2025/107
https://eprint.iacr.org/2025/1520.pdf
https://eprint.iacr.org/2025/107


Objective 1: Memory footprint (C - class)Q EDHOC message sizes 
- Classes of Link Layer MTU sizePQ EDHOC message sizes - Classes of Li

● Minimum supported class: C1 → PSK and KEM methods with ML-KEM-512
● Minimum supported class: C2 → Signature-based methods with ML-KEM-512 and ML-DSA-44
● Minimum supported class: C3/C4 → Signature-based methods with ML-KEM-512 and compact NIST PQC signature candidates
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Objective 1: Link-layer MTU constraints (S - class)Q EDHOC

● MIN S: Minimum S-class for which no 6LoWPAN fragmentation is required.
● For a “MIN S” class, number of fragments equals number of messages
● For a lower S-class than the “MIN S”, number of fragments increases

But how does this impact time-on-air? 
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Objective 1: Handshake Time: Processing Time@20 MHz + Time-on-Air over S-Type and 
B-Type Networks

● PSK → Overall fastest
● Runner-up depends on the bitrate:

○ 10² – 10⁴ bit/s → Signature Auth (ov-lp)
○ 10⁴ – 10⁵ bit/s → Signature Auth(HAWK)
○ >10⁵ bit/s → KEM-based Auth 

9

The Fastest 
Second-Fastest

Blue: t < 0.5 s 

● KEM-based methods → Lower processing time, larger message sizes
● Signature-based methods with compact NIST PQC schemes → Higher 

processing time, smaller message sizes
● NIKE → lowest message sizes, largest processing time



Objective 1: Main Observations

● PSK and KEM-based authentication with ML-KEM-512 provide the lowest memory overhead, 
remaining feasible even for Class C1 devices.

● PSK authentication achieves the lowest processing time, followed by KEM-based authentication 
(both when ML-KEM-512 is used).

● Signature-based authentication using compact NIST PQC candidates reduces network 
overhead, but requires significantly higher memory resources, typically from Class C3/C4 devices.

● The total handshake time, including communication and processing costs, shows that:
○ KEM-based authentication with ML-KEM-512 is faster for link bitrates above 10⁵ bit/s (e.g., B2-S1/S2 classes).
○ Signature-based methods using compact schemes such as OV and HAWK become faster at lower bitrates below 10⁵ 

bit/s (e.g., B1-S1 and lower-end B2-S1/S2 scenarios).
● NIKE-based authentication with dCTIDH-2048-205 achieves the lowest network overhead, but at 

the cost of very high processing time.
○ Interesting for powerful devices with constrained links (low S and B classes)

● Under extremely constrained links near the S1/B0-B1 regime (~10 bit/s), communication 
overhead dominates the total handshake time for all schemes, making even the very slow 
dCTIDH-2048-205 NIKE-based approach a competitive option.
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Objective 1: Scenarios
● The three authentication approaches  PSK, KEM-based, and 

signature-based authentication should be considered, as they 
address different constrained-environment requirements.

● PSK authentication with ML-KEM-512 can operate on the most 
constrained Class C1 devices while also achieving the lowest 
handshake time. However, it is limited to scenarios where a PSK 
can be securely provisioned beforehand.

● For non-PSK environments:
○ KEM-based authentication with ML-KEM-512 can operate on the same C1 

constrained devices and achieves lower total handshake times than 
signature-based methods for higher-bitrate links (e.g., upper end of the B2 
class).

○ Signature-based authentication using compact PQC schemes significantly 
reduces network overhead and can achieve lower total handshake times in 
highly constrained low-bitrate networks (B1 and lower end of B2). 
However, requires classes C3/C4.

● Lower B1 physical-layer bitrates (or effective bitrates in 
technologies such as LoRaWAN) significantly increase time on 
air, potentially becoming prohibitive and motivating the need for 
more compact PQC schemes.

● Based on the current state of open-source implementations
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Objective 1: Scenarios (Textual, high level)

Assumptions: single-hop, no packet-loss, no energy considerations,  
credential onboarding out of scope

Two identified limits (which determine four possible scenarios)

1. Device Memory : Low vs Mid
a. SIG less likely possible on Low Memory Devices

2. Network Bitrate/MTU: Low vs Mid
a. In this case, the total Handshake Time (CPU+ToA) matters, the specific trade-off (CPU vs 

ToA) to choose a scheme depends on the hardware and application goals.

PQ Not Possible Today: C0 (RAM << 10 KiB ; Flash << 100 KiB)  OR
S0 (L2 MTU 3-12 bytes) OR B0-B1 (PY bit rate < 10^3 bits/s) 
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Objective 2 (1 min)

A recommendation on standardizing PQC cipher suites for EDHOC methods 0 
(SIG-SIG) and 4 (PSK)

- We conclude that https://datatracker.ietf.org/doc/draft-spm-lake-pqsuites/ 
provides the foundation, we suggest adopting it as a WG Item (ADOPTED)

- Include Method 4 (PSK, IANA TBD defined in draft-ietf-lake-edhoc-psk )
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https://datatracker.ietf.org/doc/draft-spm-lake-pqsuites/
https://datatracker.ietf.org/doc/draft-ietf-lake-edhoc-psk/


Objective 3 (1 min)

A recommendation on standardizing new KEM-based authentication methods, 
satisfying the deployment scenarios defined in Objective 1

The DT States:

● Unanimous consensus to recommend standardising a KEM-KEM solution
● We can recommend to adopt KEM-KEM from draft-pocero-authkem-edhoc

○ Standalone: https://datatracker.ietf.org/doc/draft-pocero-lake-authkem-edhoc/ (ADOPTED)
● We need further discussion for mixed methods → Out of scope for Now
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https://datatracker.ietf.org/doc/draft-pocero-authkem-edhoc/
https://datatracker.ietf.org/doc/draft-pocero-lake-authkem-edhoc/


Objective 4 (1 min)

A statement for CFRG on LAKE requirements, potentially including the 
deployment scenarios from Objective 1, for the standardization of “lightweight” 
PQC algorithms

● Under extremely constrained links near the S1/B0-B1 regime (~10 bit/s), 
time on air dominates the total handshake time for all schemes. Compact 
PQC schemes become essential

○ PSK-based, Signature-based and KEM-based authentication methods rely on a KEM. Standardizing more 
compact KEMs is important.

○ NIKE-based authentication approaches with low overhead become a competitive option, even if very slow in 
processing time

○ Compact PQC signature schemes significantly reduce network overhead and can achieve lower total 
handshake times. Standardizing more compact PQC signatures is important
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Objective 4: Proposal V0
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“LAKE has identified that the large sizes of current PQC algorithms are not well suited for constrained IoT environments. At 
the same time, constrained IoT systems also need to migrate to post-quantum cryptography.

LAKE kindly asks CFRG to consider the specification of more lightweight quantum-resistant key exchange algorithms, 
such as lattice-based KEMs (e.g., BAT and DAWN) and/or isogeny-based non-interactive key exchanges (NIKEs), 
such as CTIDH and MIKE.

As shown in the analysis, a NIKE-based approach can reduce the message size of a mutually authenticated AKE compared 
to KEM-based approaches, which may be particularly beneficial for constrained IoT deployments.”



Discussion (~5 min)
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Example:
● Objective 1 done or we need to put on paper?
● Objective 2 and 3 seems in good track (Adopted Docs)
● Objective 4?
● Follow-up? Future-proof?


