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Overview
• We want to allow forwarding of native IPv4 multicast 

through a core network that has no IPv4 addresses 
deployed, only IPv6.

• We show how this can be done using PIM messages 
with IPv6 headers containing IPv4 group and source 
addresses.

• We also show how one would do RPF lookup and find 
IPv6 PIM neighbors for an IPv4 (S,G) or (*,G).
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New in revision 01
• Proposes a new All-PIM-Routers IPv6 multicast 

address for IPv4 PIM using IPv6 headers.
– Total separation from existing implementations, no need for 

hello option for capability.
– Only capable routers would listen to or send to the new 

address.
• IPv4 PIM link-local messages sent as usual, except 

using IPv6 header, and IPv4 J/P has IPv6 upstream 
neighbor address.

• This mechanism should only be used on a link if all 
IPv4 PIM routers on the link use it.
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What did not change

• Keeping RP handling out of scope. Assuming RP is 
located outside of the core and has an IPv4 address.

• Other than the RP, a router only needs to send 
registers and receive register stop if it has directly 
connected sources.
– If a router has a directly connected IPv4 multicast source on an 

interface, then it would also have an IPv4 address and subnet 
configured for that interface. Hence it would have an IPv4 
address to send/receive register messages.



IPv4/v6 network with IPv6 core
• Consider a unicast deployment where core routers don’t have IPv4 

addresses, but they still have IPv4 RIB and route and forward IPv4 
unicast packets.

• MP-BGP can be used for IPv4 prefix reachability with IPv6 next-hop, 
see RFC 5549.

• Routers R1 – R5 below all have IPv4 prefixes in the RIB to forward 
IPv4 unicast.

• Routers R2 – R4 only have IPv6 addresses configured.
• This is sufficient for building IPv4 unicast forwarding tables and 

native IPv4 unicast traffic can be forwarded.

R1
v4/v6 
edge

5

R2
v6 

core

R5 
v4/v6
edge

R4
v6

core

R3
v6

core



IPv4 multicast with IPv6 core
• Consider how we can do IPv4 multicast in the same network.
• IPv6 pim is enabled and routers are pim neighbors.
• Consider a source IPv4 S and a receiver R joining IPv4 (S,G).
• Routers R2 – R5 below all have IPv4 prefixes in the RIB with IPv6 

next-hop, they should all have reachability to S.
• R2 – R5 all do RPF lookup for S and find IPv6 RPF pim neighbors.
• R2 – R5 send pim joins with IPv6 header, IPv6 target and IPv4 

(S,G) in payload. This allows IPv4 multicast forwarding state to be 
created on all routers.
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Example join message
 Standard IPv6 packet header followed by:

    0                   1                   2                   3
    0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1
   +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
   |PIM Ver| Type  |   Reserved    |           Checksum            |
   +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
   |        Upstream Neighbor Address (fe80:.....)                 |
   +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
   |  Reserved     | Num groups    |          Holdtime             |
   +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
   |         Multicast Group Address 1 (225.1.2.3)      |
   +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
   |   Number of Joined Sources    |   Number of Pruned Sources    |
   +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
   |        Joined Source Address 1 (192.168.0.1)                  |
   +-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
   |                               .                               |
   |                               .                               |



Avoiding IPv4 RIB in the core
• For IPv4 unicast forwarding core routers need an IPv4 RIB, and we 

also made use of that for RPF lookup previously.
• We can use RPF vector to avoid IPv4 RIB lookup in the core.
• If R5 determines that R1 is the core edge router to reach S, then R5 

can specify the IPv6 address of R1 in an RPF vector in the join it 
sends upstream.

• R5 as well as R2, R3 and R4, each do an RPF lookup on the IPv6 
address of R1 to determine the RPF pim neighbor.
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Next steps

• Feedback wanted
• Should the working group work on this?
• Ready for adoption?
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