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 Original idea proposed in RFC 5210, 2008
 Presentations on draft updates in IETF 118, IETF 122, IETF 123 SAVNET WG
 draft‐rly‐savnet‐inter‐domain‐as‐relationships‐07, IETF 126 SAVNET WG
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 Use AS relationships to abstract routes for inter‐
domain Source Address Validation (SAV).

 Set Validation Router (VR) for exchanging and 
generating ASN SAV rules.

 Set AS‐IP Prefix Mapping Server (AIMS) for 
maintaining mapping from ASN to IP prefixes.
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 Record the mapping from ASNs to IP address prefixes owned by ASes
 Offer corresponding IP address prefixes of ASNs to VRs
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 AS sends a message to AIMS 
carrying ASN and new prefixes.

 If no entry for this AS, insert one 
into AS‐Prefix Mapping Table.

 AIMS adds a record for ASN and 
new prefixes to the entry.

 AS sends a message to AIMS 
carrying ASN and old prefixes.

 AIMS deletes the record for ASN 
and old prefixes in the entry.

 If the entry has no record, delete
it from AS‐Prefix Mapping Table.



 VR sends a message to AIMS carrying 
its needed ASN.

 AIMS searches for an entry with ASN 
in AS‐Prefix Mapping Table.

 AIMS replies the query results to VR.
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 Use ROA objects maintained by RPKI, 
use Relying Party for synchronization.

 Design an extension for AIMS function.



 A Layer 2 LAN built with one or many 
Ethernet switches interconnected 
together across physical buildings.

 To reduce the number of BGP sessions, 
IXPs usually set Route Servers to 
provide service for all RS‐Clients.
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 RS‐Clients advertise network reachability 
information to the Route Server.

 Route Server forwards the information to 
connected RS‐Clients based on its configuration, 
without forwarding traffic itself.

 It appears ASes peer directly with each other.

 Treat typical IXP scenarios as several fully‐
connected peering ASes.
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