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Abst r act

Al 't hough the use of the Reason header field in responses is
considered in general in RFC3326, its use is not specified for any
particul ar response code. Nonethel ess, existing deploynments have
been using Reason header fields in responses to carry Q 850 cause
codes for failure responses to | NVITE requests that have been
gatewayed to PSTN systens. This docurment normatively describes the
use of the Reason header field in SIP responses to carry Q 850 cause
codes.

Status of This Meno

This Internet-Draft is submtted in full conformance with the
provi sions of BCP 78 and BCP 79.

Internet-Drafts are working docunments of the Internet Engineering
Task Force (1ETF). Note that other groups may also distribute
wor ki ng docunents as Internet-Drafts. The list of current Internet-
Drafts is at http://datatracker.ietf.org/drafts/current/.

Internet-Drafts are draft documents valid for a maxi num of six nonths
and may be updated, replaced, or obsol eted by other docunents at any
time. It is inappropriate to use Internet-Drafts as reference
material or to cite themother than as "work in progress."

This Internet-Draft will expire on February 12, 2012
Copyright Notice

Copyright (c) 2011 | ETF Trust and the persons identified as the
docunent authors. Al rights reserved.

This docunment is subject to BCP 78 and the | ETF Trust’'s Lega
Provisions Relating to | ETF Documents
(http://trustee.ietf.org/license-info) in effect on the date of
publication of this docunent. Please review these docunents
carefully, as they describe your rights and restrictions with respect
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to this docunment. Code Conponents extracted fromthis docunment nust
include Sinplified BSD License text as described in Section 4.e of
the Trust Legal Provisions and are provided without warranty as
described in the Sinplified BSD License.

This docunment may contain material from | ETF Docunents or | ETF
Contri butions published or made publicly avail abl e before Novenber
10, 2008. The person(s) controlling the copyright in some of this
material may not have granted the I ETF Trust the right to allow

nodi fications of such material outside the | ETF Standards Process.
Wt hout obtaining an adequate |icense fromthe person(s) controlling
the copyright in such materials, this document may not be nodified
outside the | ETF Standards Process, and derivative works of it may
not be created outside the | ETF Standards Process, except to format
it for publication as an RFC or to translate it into | anguages other
than Engli sh.
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1. Overview

Al t hough the use of the Reason header field in responses is
considered in general in RFC3326] RFC3326], its use is not specified
for any particular response code. Nonethel ess, existing deploynents
have been using Reason header fields in responses to carry Q 850

[ Q 850] cause codes for failure responses to | NVITE requests that
have been gatewayed to PSTN systens. This docunent normatively
describes the use of the Reason header field in SIP responses to
carry Q 850 [Q 850] cause codes.

2. Term nol ogy

The key words "MJST", "MJST NOT', "REQUI RED', "SHALL", "SHALL NOT",
"SHOULD', "SHOULD NOT", "RECOMMENDED', "MAY", and "OPTIONAL" in this
docunent are to be interpreted as described in [ RFC2119].

This docunment uses terns from [ RFC3261].

3. Applicability

This docunent allows SIP responses to carry Reason header fields as
fol |l ows:

Any SI P Response nessage, with the exception of a 100 (Trying) MAY
contain a Reason header field with a Q 850 [Q 850] cause code.

The Reason header field is not needed in the the 100 (Tryi ng)
responses since they are transnmitted hop-by-hop, not end-to-end. SIP
responses with Reason header fields carrying values other than Q 850
[ Q 850] cause code are outside of the scope of this docunent.

4. Security Considerations

This specification allows the presence of the Reason containing Q 850
[ Q 850] cause codes in responses. The presence of the Reason header
field in a response does not affect the treatnent of the response.
Nevert hel ess, there could be situations where a wong Q 850 [ Q 850]
cause code could, for exanple, cause an announcenent systemto play
the wong information. To avoid such situations, it is RECOMVENDED
that this header field is protected by a suitable integrity

mechani sm The use of transport or network | ayer hop-by-hop security
mechani sms, such as TLS or | PSec with appropriate cipher suites, can
satisfy this requirenent.
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5. | ANA Consi derati ons
No | ANA actions are required
6. Acknow edgnents

Thanks to Gonzalo Canmarillo and Mary Barnes for the detailed review
of this docunent.

Thanks to Paul Kyzivat, Mary Barnes, John Elwell, Keith Drage, Thonas
Bel I i ng who provi ded hel pful coments, feedback and suggesti ons.

7. Normative References

[ Q 850] "Usage of cause and location in the Digital Subscriber
Signalling System No. 1 and the Signalling System No. 7
| SDN User Part [ITU T Reconmendati on Q 850]",
| TU Reconmendati on Q 850, April 1998.

[ RFC2119] Bradner, S., "Key words for use in RFCs to Indicate
Requi rement Level s", BCP 14, RFC 2119, March 1997.

[ RFC3261] Rosenberg, J., Schul zrinne, H, Canarillo, G, Johnston,
A., Peterson, J., Sparks, R, Handley, M, and E
School er, "SI P: Session Initiation Protocol", RFC 3261,
June 2002.

[ RFC3326] Schul zrinne, H, Oan, D., and G Camarillo, "The Reason
Header Field for the Session Initiation Protocol (SIP)",
RFC 3326, Decenber 2002.

Aut hors’ Addr esses

Rol and Jesske

Deut sche Tel ekom

Hei nrich-Hertz-Strasse 3-7
Dar nst adt 64307

Ger many

Phone: +4961515812766
EMai |l : r.jesske@ el ekom de

Jesske & Liess Expi res February 12, 2012 [ Page 4]



Internet-Draft Reason Header August 2011

Laura Liess

Deut sche Tel ekom

Hei nri ch-Hertz-Strasse 3-7
Dar nst adt , 64307

Ger many

Phone: +4961515812761
EMai | : Laura. Li ess@ el ekom de

Jesske & Liess Expi res February 12, 2012 [ Page 5]






