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Problem	  statement	  

•  BFD	  for	  MPLS	  LSPs	  [RFC5884]	  describes	  usage	  of	  
MPLS	  Echo	  Request	  to	  bootstrap	  BFD	  session	  on	  
LSP	  egress.	  

•  Mechanism	  allows	  one	  BFD	  session	  per	  <MPLS	  
FEC,	  LSP>.	  

•  There	  is	  a	  need	  to	  bootstrap	  mulZple	  BFD	  
sessions	  per	  <MPLS	  FEC,	  LSP>:	  
–  BFD	  session	  per	  ECMP	  path	  (e.g.	  EVPN	  BFD)	  
– MulZple	  BFD	  sessions	  for	  local	  redundancy	  purpose	  



Details	  

•  Define	  a	  new	  Extended	  BFD	  Discriminator	  TLV,	  
to	  allow	  bootstrapping	  mulZple	  BFD	  sessions	  
per	  <MPLS	  FEC,	  LSP>:	  
– TLV	  carries	  BFD	  discriminator	  and	  Instance	  
IdenZfier.	  

–  Instance	  IdenZfier	  is	  an	  LSP	  ingress	  allocated	  
value,	  unique	  within	  <MPLS	  FEC,	  LSP>.	  

– LSP	  egress	  creates	  a	  BFD	  session	  per	  <MPLS	  FEC,	  
LSP,	  Instance	  IdenZfier>.	  



Open	  Item	  

•  When	  does	  LSP	  egress	  delete	  bootstrapped	  BFD	  
sessions?	  

•  Do	  we	  need	  an	  explicit	  mechanism	  for	  deleZng	  BFD	  
sessions	  at	  the	  LSP	  egress?	  
–  Include	  an	  opcode	  in	  the	  Extended	  BFD	  Discriminator	  TLV	  
for	  deleZng	  BFD	  sessions	  (i.e.	  Delete/	  DeleteACK).	  

–  Introduce	  a	  Purge	  Timer:	  	  
•  LSP	  ingress	  signals	  the	  Zmer	  value	  in	  the	  Extended	  BFD	  
Discriminator	  TLV.	  

•  LSP	  egress	  starts	  Zmer	  a<er	  a	  session	  transiZons	  from	  Up-‐>Down	  
•  LSP	  egress	  to	  delete	  if	  BFD	  sessions	  stays	  down	  a<er	  Zmer	  expiry.	  

–  ConZnue	  with	  status	  quo	  



Next	  steps	  

•  RequesZng	  comments	  from	  the	  WG.	  
•  Close	  off	  on	  the	  open	  item.	  
•  Submit	  a	  new	  revision	  and	  ask	  for	  WG	  
adopZon.	  



ProacZve	  fault	  detecZon	  in	  E-‐VPN	  	  
(dra<-‐vgovindan-‐l2vpn-‐evpn-‐bfd-‐02)	  

IETF-‐90,	  Toronto,	  ON	  
Vengada	  Prasad	  Govindan,	  

Samer	  Salam,	  
Ali	  Sajassi	  



EVPN	  OAM	  layering	  
(dra<-‐ssalam-‐l2vpn-‐evpn-‐oam-‐req-‐frmwk-‐02)	  



EVPN	  OAM	  Mechanisms	  
(dra<-‐ssalam-‐l2vpn-‐evpn-‐oam-‐req-‐frmwk-‐02)	  



E-‐VPN	  Network	  OAM	  

•  Visible	  to	  PE	  nodes.	  
•  Analogous	  to	  VCCV	  (RFC5085)	  
•  Provides	  mechanism	  to	  check	  correct	  operaZon	  
of	  data	  plane,	  and	  to	  verify	  the	  data	  plane	  against	  
control	  plane	  for	  following	  EVPN	  funcZons:	  
– MP2P	  tunnels	  used	  for	  transport	  of	  unicast	  traffic	  	  
– MP2P	  tunnels	  used	  for	  aliasing	  unicast	  traffic	  
– MulZcast	  tunnels	  (P2MP	  &	  MP2P)	  for	  BUM	  traffic	  
–  ESI	  split-‐horizon	  filtering	  funcZon	  
– DF	  filtering	  mechanism	  



Changes	  from	  -‐00	  to	  -‐02	  

•  Changes	  from	  -‐00	  to	  -‐01:	  
–  Removed	  IP	  based	  encapsulaZon	  for	  BFD.	  This	  is	  to	  
preserve	  the	  in-‐band	  nature	  of	  the	  OAM.	  

–  Textual	  clarificaZon	  comments	  received	  from	  the	  
l2vpn	  ML.	  

•  Changes	  from	  -‐01	  to	  -‐02:	  
– Update	  references	  to	  fix	  idnits	  warnings.	  
–  Clarified	  that	  instance	  idenZfier,	  a	  logical	  abstracZon	  
of	  entropy	  label(s)	  is	  an	  opZonal	  part	  of	  the	  session	  
key	  for	  mulZ-‐path	  scenarios.	  



Next	  steps	  

•  RequesZng	  a	  discussion	  about	  the	  proposal	  
from	  the	  WG.	  

•  Seek	  WG	  adopZon	  a<er	  incorporaZng	  review	  
comments.	  


