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• 	  Goals	  
• 	  Normal	  Opera-on	  
• 	  Parameter	  Se2ng	  
• 	  Limita-ons	  and	  Gaps 

Content	  



•  Describe	  the	  normal	  opera-ons	  of	  PPSP	  
system	  based	  on	  the	  Tracker	  Protocol	  1.0	  
and	  the	  Peer	  Protocol	  

•  Parameters	  sugges-ons	  for	  PPSP	  system	  

•  Limita-ons	  and	  gaps	  analysis	  for	  making	  it	  
beEer 
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•  Join	  Swarm	  

Normal	  Opera-on	  



Normal	  Opera-on	  
•  Handshake	  	  



Normal	  Opera-on	  
•  Data	  Transmit	  	  



Normal	  Opera-on	  
•  Share	  with	  Others	  	  



Normal	  Opera-on	  
•  To	  Stay	  in	  Swarm	  	  



•  Leave	  and	  Join	  New	  Swarm	  	  

Normal	  Opera-on	  
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Parameter	  Se2ng	  

In	  order	  to	  validate	  the	  usability	  of	  
parameters,	  we	  are	  se2ng	  up	  a	  topology	  
which	  contains	  mul-ple	  trackers	  and	  peers.	  
The	  different	  swarms	  are	  considered	  as	  well.	  
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For	  making	  the	  PPSP	  system	  more	  prac-cal	  and	  
efficient,	  more	  details	  should	  be	  discussed.	  
	  
These	  comments	  could	  be	  separated	  into	  two	  parts:	  
	  
Common	  Ideas	  (CI)	  and	  New	  Sugges-ons	  (NS)	  
	  
	  
	  
 

Limita-ons	  and	  Gaps	  



1.	  According	  to	  RFC	  6972,	  the	  tracker	  protocol	  must	  
be	  light	  weight,	  since	  a	  tracker	  may	  need	  to	  serve	  a	  
large	  number	  of	  peers.	  	  
	  
However,	  the	  func-on	  of	  FIND	  message	  is	  quite	  
similar	  with	  the	  CONNECT	  message,	  due	  to	  the	  same	  
C-‐like	  syntax	  men-oned	  in	  the	  tracker	  protocol.	  The	  
necessity	  of	  having	  both	  messages	  in	  PPSP	  system	  
should	  be	  further	  discussed.	  
	  
	  
	  
 

Limita-ons	  and	  Gaps	  (CI)	  



2.	  The	  STAT_REPORT	  message	  of	  tracker	  protocol	  
does	  not	  support	  the	  exchanges	  of	  content	  data	  
informa-on,	  like	  chunkmaps,	  between	  an	  ac-ve	  peer	  
and	  a	  tracker.	  	  
	  
The	  tracker	  only	  use	  PeerMode	  to	  choose	  the	  
PeerList.	  Then	  several	  “finished”	  peers	  might	  be	  
forgot,	  which	  may	  further	  reduce	  the	  performance.	  
The	  peer	  could	  only	  rely	  on	  using	  the	  PEX-‐REQ	  
message	  to	  update	  PeerList.	  
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3.	  A	  peer	  may	  have	  the	  requirement	  to	  start	  
streaming	  the	  content	  from	  some	  specific	  point	  of	  
the	  content	  -meline.	  	  
	  
For	  example,	  the	  user	  may	  watch	  only	  part	  of	  content	  
and	  leave.	  When	  the	  user	  decides	  to	  resume	  the	  
session	  and	  con-nue	  watching,	  the	  peer	  may	  request	  
the	  tracker	  to	  select	  a	  subset	  of	  peers	  for	  providing	  
that	  specific	  content	  scope.	  
	  
	  
	  
 

Limita-ons	  and	  Gaps	  (CI)	  



4.	  One	  target	  of	  PPSP	  is	  extending	  current	  Peer-‐to-‐
Peer	  (P2P)	  system	  in	  mobile	  and	  wireless	  
environments	  [RFC6972].	  	  
	  
However,	  the	  message	  used	  in	  PPSP	  system	  does	  not	  
contain	  related	  informa-on	  such	  as	  the	  packet	  loss	  
rate	  and	  baEery	  status,	  which	  is	  essen-al	  for	  wireless	  
and	  mobile	  environments.	  
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5.	  The	  PPSP	  system	  provides	  two	  ways	  to	  fetch	  the	  
PeerList:	  
	  
(1) obtain	  directly	  from	  the	  tracker	  	  
(2) get	  it	  via	  the	  PER_REQ	  and	  PER_RES	  messages.	  	  
	  
When	  both	  methods	  are	  available,	  how	  to	  update	  the	  
local	  PeerList	  efficiently	  is	  s-ll	  not	  clear	  (Priority?	  
Sequencing?).	  
	  
 

Limita-ons	  and	  Gaps	  (NS)	  



6.	  When	  a	  peer	  finishes	  the	  data	  transmission	  and	  
gets	  the	  whole	  content,	  the	  PPSP	  system	  does	  not	  
allow	  it	  to	  change	  its	  PeerMode.	  	  
	  
Are	  there	  any	  requirements	  for	  changing	  it	  through	  
STAT	  REPORT	  message?	  
	  
 

Limita-ons	  and	  Gaps	  (NS)	  



Thank	  you!	  
Ques-ons?	  


