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Agenda 

•  Introduction 
•  Overview of PBB EVPN Yang Model 
•  Configuration data 
•  Relation among configuration data 
•  Next Steps 
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Introduction 

•  PBB EVPN Yang model: 
– B-component configuration   

•  Backbone bridge domain 

–  I-Component configuration 
•  Customer bridge domain  

– BMAC Configuration 
–  Interface Configuration 
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PBB-‐EVPN	  Components	  



B-Component configuration 

 route-distinguisher   string 
               +--rw auto-route-target?   boolean

 
rw protocol 

               +--
 cbp-interface 

                  +--rwrw b-bridge-domain*  b-bridge-domain* 
                     +…….                      +……. 

  



Backbone Bridge domain 

  +--  +--rw
rw nvlanid

?   uint16         |  +--rw isid
*         |     +--rw isid

?      uint32         |     +--rw extended?  boolean
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I-Component Configuration 
 +-- +--rwrw i- i-compcomp--instanceinstance* 

*                +--               +--rwrw pip- pip-interfaceinterface    [    [namename] 
]                +--               +--rwrw  mappingmapping-b--b-compcomp--instance-nameinstance-name [name

]                   +--rw cbd
* 
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Customer Bridge domain  
 +-- +--rw 
        |  +--rw isid

       uint32         |  +--rw  interface-nameinterface-name?  [
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Source BMAC Configuration 

        +--        +--rwrw service-groups* 
 service-groups*         |  +--        |  +--rwrw service-group-name [name] 

 service-group-name [name]         |  +--        |  +--rwrw  isidisid* 
*         |  +--        |  +--rwrw source- source-bmacbmac 
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PBB EVPN Interface PBB EVPN Interface ConfigConfig
 +-- +--

 interfaces          |  +--rw interface*         [name
]  if_name

         string          |     +--rw esi_value       string
          |     +--rw

 redundancy-mode string          |     +--rw source-bmac
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config data  data 

•  B-BD’s è B-Components. 
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Next Steps 


