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DOTS signal channel
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Agenda

• DOTS signal channel session configuration
– Discover
– Configure/Retrieve/Delete 

• Redirected signaling
• Proof of concept
• (D)TLS 1.3
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Discover acceptable configuration parameters 
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DOTS client DOTS server

(D)TLS Session

GET: obtain acceptable configuration parameters 

2.05 (Content) 
{
"heartbeat-interval": {"MinValue": 15, "MaxValue" : 60}, 
"max-retransmit": {"MinValue": 3, "MaxValue" : 15}, 
"ack-timeout": {"MinValue": 1, "MaxValue" : 30 }
}
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DOTS signal channel session configuration

4
draft-reddy-dots-signal-channel-02

DOTS client

POST : signal channel configuration data (heartbeat 
interval, max retransmit, retransmit timeout etc.)

2.01 (Created)

GET : Retrieve configuration

2.05 (Content)

Delete : remove configuration

2.02 (Deleted)

DOTS server



DOTS signal channel session configuration
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• If range not acceptable then DOTS server 
returns 422 (Unprocessable Entity) error 
response code.

• In the error response body conveys the 
minimum and maximum attribute values 
acceptable by the DOTS server.



Redirected signaling
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DOTS client

3.00 (Alternate Server)
{ 

"alt-server": "www.example-alt.com", 
"alt-server-record": 
[ 

{ "TTL" : 3600, 
"addr": "2002:db8:6401::1" 

}, 
{ "TTL" : 1800, 

"addr": "2002:db8:6401::2" },
]

}

DOTS server



Proof of concept
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• Used californium framework 
(https://eclipse.org/californium/) to exchange 
DOTS messages using COAP over DTLS.

• Mozilla (with copper plugin 
ttps://addons.mozilla.org/en-
US/firefox/addon/copper-270430/) to 
exchange DOTS messages to a test DOTS 
server.

https://eclipse.org/californium/
https://addons.mozilla.org/en-US/firefox/addon/copper-270430/


Proof of concept
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(D)TLS 1.3 
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• Reduced number of handshake messages.
• 0-RTT resumption using PSK.

• Recommend TLS 1.3 ?
– Peace time: TLS handshake to receive PSK.
– Attack time: If no response from server or session 

terminated then use 0-RTT resumption using PSK.  
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• Comments and questions.
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